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CITY OF DUNWOODY

41 Perimeter Center East, Suite 250
Dunwoody, GA 30346

Phone: (678) 382-6800 * Fax: (770) 396-4828

www.dunwoodyga.gov

AGENDA

City of Dunwoody Community Council
Thursday, November 12, 2009 — 7:00 PM
41 Perimeter Center East, City Council Chambers

A. Call to Order / Roll Call
B. Approval of Minutes from October 8, 2009.
C. Old Business
1. None
D. New Business

1. Discussion of Special Land Use Permit for All Saints Catholic Church
columbarium.

E. Discussion items

1. Neighborhood/Community Watch program (R. Burch)
F. Other items not otherwise addressed by this agenda

1. Citizen Comment

G. Adjourn






City of Dunwoody Community Council
Thursday, October 8, 2009 — 7:00 PM
41 Perimeter Center East, Suite 103, Dunwoody, GA 30346

Call to Order / Roll Call:

The meeting was called to order. All were present except Al Alberghini and Dennis Crean. In
addition to City Planner Howard Koontz, notable attendees included Councilman Robert
Wittenstein; Community Development Director Mike Tuller; Bill Grossman; Don Converse;
and Bill Robinson.

Approval of Minutes from September 10, 2009:
Page Olson motioned to approve the September 10, 2009 meeting minutes as presented. Austin
Kearney seconded. The motion carried unanimously (5-0).

Old Business: None.

New Business:

Discussion of multiple text amendments and revision to Chapter 21: Sign Regulations:
There was a discussion among the Council Members regarding several proposed text amendments
and revision to Chapter 21 regarding sign regulations.

Discussion of text amendment to Chapter 27, §2C-3(b) ‘Personal care home, family’ and
§2C-3(c) ‘Personal care home, registered’: There was a discussion among the Council Members
regarding text amendments to Chapter 27 regarding ‘Personal care home, family’ and ‘Personal care
home, registered.” Page Olson motioned to keep the text as written. Austin Kearney seconded, and
the motion carried (4-1), with Robin Burch voting against the motion.

Discussion of revision to the Special Called Meeting date to address Comprehensive Plan
Draft: There was a discussion among the Council Members regarding a revision to the Special
Called Meeting date to address the Comprehensive Plan draft.

Other items not otherwise addressed by this agenda: None.

Citizen Comment:
There was no citizen comment.

Adjourn:
There being no further business the meeting was adjourned. Page Olson motioned to adjourn the
meeting, Austin Kearney seconded the motion, and the motion carried unanimously (5-0).

City of Dunwoody - 41 Perimeter Center East, Suite 250 - Dunwoody, GA 30346
P: 678-382-6700 - F: 770-396-4828 - www.dunwoodyga.gov






Ken Wright — Mayor

Denis Shortal — City Council Post 1
Adrian Bonser — City Council Post 2
Tom Taylor — City Council Post 3
Robert Wittenstein — City Council Post 4
Danny Ross — City Council Post 5

John Heneghan — City Council Post 6

Warren Hutmacher — City Manager
Brian Anderson — City Attorney

Action Special Land Use Permit

Petitioner The Most Reverend Wilton D. Gregory, SLD
Archbishop of the Roman Catholic Archdiocese of
Atlanta, and/ot his successors, % George Barrie

Petitioner’s Request Construct a columbarium on the grounds of All Saints
Catholic Church, 2443 Mount Vernon Road

All Saints Catholic Church, located at 2443 Mount Vernon Road, which is on the south side of
Mount Vernon nearly at its intersection with Jett Ferry, seeks to construct a columbarium and
memory garden near the center of the 11.02-acre lot, on the south side of the two primary structures
on the site. The site is zoned R-100, and according to §2C-3(c)(3) of the city zoning ordinance, the
applicant must secure a special land use permit prior to initiating the use.

Staff believes the site plan indicates the installation of the columbarium will be of high quality, and
because a columbarium is a usual and customary accessory function and use of a house of worship,
staff can support the applicant’s request.

City of Dunwoody - 41 Perimeter Center East, Suite 250, Dunwoody, GA 30346
P: 678-382-6800 - F: 770-396-4828 - www.dunwoodyga.gov
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Special Land Use
Application Checklist

[Jeclesde
[D/Pre-Application conference: Fhursday, 4 &ej A, 20 Oﬂ .

Atlanta-G
Phone: (678) 382:68
Fax: (678) 382-670

Special Land Use Application Requirements, as required by City of Dunwoody Zoning Ordinance §5B-3:
EB/Letter of Intent

@/Survey Plat of the subject property prepared and sealed w/in the last 10 years by a professional
engineer, landscape architect or surveyor. Must include:

all property boundaries

all existing buildings and structures
floodplain notation

total acreage/square footage of the property.

coow

{ Name, mailing address and phone number of all owners of the property.
a Signed & notarized affidavits of all owners.

g Signed & notarized affidavits for Authorization to Act as Applicant (AAA).
B~ Address & phone contact number for the owner’s authorized agent.

@~ Written legal description of the property.

EB/Statement of current zoning classification of the property, requested use of the property, and the
specific reference within the applicable zoning district classification which authorizes application for said
use by special land use permit.

@ A written, documented analysis of the impact of the proposed special land use permit with respect to
each of the criteria contained in Section 5B-13 and, where applicable to the use proposed, also the
criteria contained in Section 5B-14.

B~ Complete and detailed site plan of the proposed use prepared, signed and sealed by an architect,
landscape architect or engineer licensed in the State of Georgia, showing the following, as relevant:

a. All buildings and structures proposed to be constructed and their location on the
property;

Height of proposed building(s);

Proposed use of each portion of each building;

All driveways, parking areas, and loading areas;

Location of all trash and garbage disposal facilities;

Setback and buffer zones required in the district in which such use is proposed to be
located;

g. Landscaping plan for parking areas.

~oooyo
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Special Land Use

Application Phone: (678) ‘ 00

Fax: (678) 382-6701

o |
400 Northride Road, Sute 15869 /

Name: Gtorga garr‘ve.

Applicant
Information

Address: 2969 @ufm;r Ko cé S~ gul(e\'t S C - A"Hdn‘)ﬂ 6A 30331

MPhone: 404 - 295-‘7251'1 Fax4H- 8851299 Emai: abarei e @ anhatl com |
h_g_ Most Keverend R& Hioa D, Gragery, $.L.2 Archbishep
Owner's Name: 4 +he Remaa (Cathe QLALL\LMMMJ

Owner's Address: (80 [West Peachtres St VW - Atlattn, GA 30308

Property
Owner

y CEEH 03,

Phone: 404-8ER-1LHO  Fax404.q7K -2 110Email:

l
|

Property Address: 2443 Mouat \/-&NIDA ﬁj_MML’arcel ID: LL 373, |9 Drs i

Property
Information

Current Zoning Classification: K-y 0 O

Requested Use of the property: Co [ N ba/" LAM

To the best of my knowledge, this special land use application form is correct and complete. If additional materials
are determined to be necessary, | understand that | am responsible for filing additional materials as specified by the
City of Dunwoody Zoning Ordinance.

Affidavit

Applicant’s Signature: i ///%,Q %/ / Date: | // Z V/é )i

Property Owner's Signature: reit a8 Date: ? /Z Y / 29
T/ sVt / /

Sworn to and subscribed before me this & 91 / Day of /7}427/}7 Lé‘ 2007

Notary Public: ,,_DB}M\LA' lu a: \NDQ‘AEL// G DQNN CLEE WOHLEY

3 \= Nuag;ubhc' G!;]["['Y
" G
Signature: [ﬂﬂ?ﬁ%ﬂ Oéz m&/ NEas! My ﬁmﬁ?‘" E:ﬁns

My Commission Expires: MCD\« 97 Doid

Mogt Reverend Wilton D. Gregoty, S:L.D., as
Archbishop of the Roman Catholic Archdioces
of Atlanta and/or His Successors in Office

Special Land Use Application Page 3 of 7






Most Reverend Wilton D. Gre 7, S.L.D., as (
-Archbishop of the Roman Cathusic Archdnoce
of Atlanta and/or His Successors in Office

e/

City gt Dunvidody, ,
400 Northrle Road Sulte”

Property Owner(s)
Notarized Certification

The owner and petitioner acknowledge that this Land Use Petition application form is correct and complete. |f
additional materials are determined to be necessary, the understand that they are responsible for filing
additional materials a%eciﬁed by the City of Dunwoody Zoning Ordinances.

W/ 7E4 - Date: ?/ZV/@ g
St VUl City, State: Aﬂg/ﬁn 6A1Zip:3030%

L ,
Sworn to and subscribed before me this __~2 (7[" day of &f/&m L‘/\ .20 0 ?

e e
OFFICIAL SEAL
DONNA LEE WORLEY
Y COBB COUNTY
Notary Public: IZ Mﬁ i&( J (dé 7 My Commission Expiras
T

Maich 272010

Date:
City, State: Zip:
2g
z 0
° M Sworn to and subscribed before me this day of , 20
52
Q%=
=
Notary Public:
Date:
City, State: Zip:
Sworn to and subscribed before me this day of , 20

Property Owner
(If Applicable)

Notary Public:

Special Land Use Application Page 4 of 7
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Cc
L] - L] )
Applicant/Petitioner 400 Nordge g;agogggé‘/’%o /
Notarized Certification Phone: (678

Fax: (678) 382 ESSS

Petitioner states under oath that: (1) he/she is the executor or Attorney-In-Fact under a Power-of-Attorney for
the owner (attach a copy of the Power-of-Attorney letter and type name above as “Owner”); (2) he/she has an
option to purchase said property (attach a copy of the contract and type name of owner above as “Owner”); (3)
he/she has an estate for years which permits the petitioner to apply (attach a copy of lease and type name of

owner above as "Owne /
Date: ?/Z Z/ 29

, C Icity, state: A+ +a/,<,A Zip: 3033 (

day of ﬁym&m o 2009

e

Slnature//%/m%

kM’M/

Phone: ‘fO‘f ?85- 2. a4
Sworn to and subscribed before me this 22 {f’b

wins e (g Lot (B Loy

. OFFICIAL SEAL
&\ DONNA LEE WORLEY
5 Notary Public Georgia
COBB COUNTY
My Commission Expires
March 27. 2010

Applicant / Petitioner

Date:

City, State: Zip.

Sworn to and subscribed before me this day of , 20

Attorney / Agent

Notary Public:

Special Land Use Application Page 5 of 7
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Campaign Disclosure e Road, Suite 12

Ordinance

1 (678)382:6800_
Fax: (678) 382-6701 =

Campaign Disclosure Ordinance

Please read the law and complete the Campaign Disclosure Statement on the following page if you are
requesting a Rezoning, Concurrent Variance, or Conditional Use.

GA Citation/Title
GA Code 36-67A-3, Disclosure of campaign contributions
*38069 Code, 36-67A-3

CODE OF GEORGIA TITLE 36. LOCAL GOVERNMENT PROVISIONS APPLICABLE TO COUNTIES AND

MUNICIPAL CORPORATIONS CHAPTER 67A. CONFLICT OF INTEREST IN ZONING ACTIONS (Current through

2000 General Assembly) y

36-67A-3 Disclosure of campaign contributions. '

a) When any applicant for rezoning action has made, within two years immediately preceding the filing of that
applicant's application for the rezoning action, campaign contributions aggregating $250.00 or more to a local
government official ho will consider the application, it shall be the duty of the applicant to file a disclosure report
with the governing authority of the respective local government showing:

1) The name and official position of the local government official to whom the campaign contribution was
made; and

2) The dollar amount and description of each campaign contribution made by the applicant to the local
government official during the two years immediately preceding the filing of the application for the
rezoning action and the date of each such contribution.

b) The disclosures required by subsection (a) of this Code section shall be filed within ten days after the application
for the rezoning action is first filed.

c) When any opponent of a rezoning action has made, within two years immediately preceding the filing of the
rezoning action being opposed, campaign contributions aggregating $250.00 or more to a local government
official of the local government which will consider the application, it shall be the duty of the opponent to file a
disclosure with the governing authority respective local government showing:

1) The name and official position of the local government official to whom the campaign contribution was
made; and

2) The dollar amount and description of each campaign contribution made by the opponent to the local
government official during the two years immediately preceding the filing of the application for the
rezoning action and the date of each such contribution.

d) The disclosure required by subsection ( ¢) of this Code section shall be filed at least five calendar days prior to the
first hearing by the local government of any of its agencies on the rezoning application.

(Code 1981, 36-67A-3, enacted by Ga. L.-1986, p. 1269, 1; Ga. L. 1991, p. 1365, 1; Ga. L. 1993, p. 91, 36.)
Official Code of Georgia Annotated Copyright 1982 — 2000 State of Georgia.

Special Land Use Application Page 6 of 7
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400 No mdge Road, Suite 1250

Campaign Disclosure

AflantarGA 30350
Statement Phone: (678) 382:6
Fax: (678) 382- 6701
Have you, within the two years immediately preceding the filing of this
application, made campaign contributions aggregating $250.00 or more to a 0 YES Qo
member of the City of Dunwoody City Council or a member of the City of

Dunwoody Planning Commission?

| )

77
Sig nature%% /%‘W/

[0

Address: 6&0 ﬁ&ﬁ' peacﬁ’m Sheant MW /H(om‘\‘c: GA 30308
Date: q/Zq/oq

If the answer above is yes, please complete the following section:

Applicant /

Special Land Use Application Page 7 of 7
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( SCHEDULE "C" (

ALL THAT TRACT or parcel of land lying and being in Land Lot 373
of the 18th District, DeKalb County, Georgia and being more
particularly desecribed as follows: ’

BEGINNING at an iron pin located on the southeast right of way
1ine of Mt. Vernon Highwey also known as Mt. Vernon Road, a
distance of Eight hundred sixty~-three and seven tenths (863.7)
feet northeast as measured along the southeast right of way line
of Mt. Vernon Highway from the intersecfion formed by the
southeast right of way line of Mt. Vermon Highway with the
center line of Tilly Mill Road, clso known as Tilly Mill Drive;
running thence north 51 degrees 56 minutes 12 seconds east

along the southeast right of way line of Mt. Vernon Highway

Five hundred and ten (510) fcet to an iron pin; running thence
south 47 degrees 08 minutes 24 seconds east along the southwest
1ine of Unit 10, Block N Kingsley as per plat recorded in Plat
Book 56 page 19, DeKalb County Records and continuing along the
southwest line of Unit 1, Block N Kingéley as per plat racorded
in plat Book 44 page 61, DeKalb County Records Nine hundred
f{fty-one and ninety-four hundredths (951.94) feet to an iron
pin; running thence south 63 degrees 17 minutes 00 seconds west
along the northwest line of said Unit 1, Block N Kingsley and
continuing along the northwest line of Unit 9, Block N Kingsley
as per plat recorded in Plat Book 55 page 100 and continuing
along the northwest terminus of Sandell Way and continuing along
the northwest line of Unit 9, Block M Kingsley as per plat
recorded in Plat Book 55 page 100, DeKalb County Records a
distance of Six hundred sixty-nine and ninety-six hundredths
(669.96) feet to an iron pin; running thence north 38 degrees

16 minutes 56 seconds west along the northeast line of property
conveyed to Kathryn Margaret Carpenter by Warranty Deed dated
May 17, 1952 recorded in Deed Book 914 page 364, DekKalb County
Records a distance of Eight hundred and eight and forty hundredth
(808.40) feet to an iron pin located on the southeast right of
way line of Mt. Vernon Highway at the point of beginning as
shown on survey for Catholic Archdiocese of Atlanta made by
Billy D. Sudderth registered land surveyor dated February 12,1971
revised February 23, 1971. .

AL

re

£
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Date: September 23, 2009

City of Dunwoody

Community Development Department
41 Perimeter Center East

Dunwoody, GA 30346

Ref:  All Saints Catholic Church - 2443 Mount Vernon Road
Submittal for Special Land Use Permit

Gentlemen:

Having Special Power of Attorney on behalf of the Most Reverend Wilton D. Gregory,
Archbishop of the Roman Catholic Archdiocese of Atlanta, I am submitting this application
for a Special Land Use Permit at the reference property. It is our intent to develop a small
area on this property as a columbarium in accordance with the enclosed plans and
renderings.

In accordance with the requirements for this application, we enclose the required items as
listed by the Special Land Use Application Checklist. We trust that these are satisfactory.

We look forward to present our proposed project at the next Planning Commission public
hearing. If additional information is required, please contact Carl Trevathan, Catholic
Construction Services, Inc. at 404-494-4203.

Thank you for your consideration.

C CONSTRUCTION SERVICES, INC.

President/CEO
Cc: Carl Trevathan, Catholic Construction Services

Monsignor R. Donald Kiernan, P.A., All-Saints Catholic Church
Ed Konopka, All-Saints Catholic Church

Cathohc Construction services, Inc.

2969 Butner Road, 5.W. # Bulding C = Atlanta Georgia 30331-7860
(4o4) 888-7838 = Fax (HO4Y4) BBS-7288 = www.archatl.com
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OFFICE OF THE RRCHBIS

SPECIAL POWER OF ATTORNEY

I, Wilton D. Gregory, S.L.D., as Archbishop and administrator of The Roman Catholic Archdiocese of Atlanta,
and/or His Successors In Office, of 680 West Peachtree Street, Atlanta, the County of Fulton, the State of
Georgia, do hereby appoint Mr. George Barrie of 680 West Peachtree Street, N.W., the County of Fulton, the

State of Georgia, my true and lawful attorney in fact, for me and in my name, place and stead, and for my use
and benefit to:

make, seal, and deliver, to bargain, contract, agree for, purchase, receive, and take lands, tenements,
hereditaments, and accept the possession of all lands, and all deeds and other assurances, in the law
therefore, and to lease, let demise, bargain, sell, remise, release, convey, mortgage, and hypothecate

lands, tenements, and hereditaments upon such terms and conditions and under such covenants as he
shall think fit;

Also to bargain and agree for, buy, sell, mortgage, hypothecate, and in any and every way and manner
deal in and with goods, wares, and merchandise, chooses in action, and other property in possession or
in action, and to make, do, and transact all and every kind of business of whatsoever nature and kind;
and also for me and in my name, and as my act and deed, to sign, seal, execute, deliver, and
acknowledge such deeds, leases, mortgages, hypothecations, charter parties, bills of releases and
satisfaction of mortgage, judgments, and other debts, and such other instruments in writing of
whatsoever kind and nature as may be necessary or proper in the premises;

I further give and grant unto the attorney in fact full power and authority to do everything necessary
and proper to be done in the exercise of any of the foregoing powers as fully as I might or could do if
personally present, with full power of substitution and revocation, hereby ratifying and confirming all
that my attorney shall lawfully do or cause to be done by virtue hereof.

This Special Power of Attorney is effective from February 1, 2009 through February 1, 2010.
Executed this 12th day of January, 2009, at Atlanta, the State of Georgia.

Most Reverend Wilt&n’[(_ﬁlregory
Archdiocese of Atlanta, the County of Fulton, the State of Georgia

On January 12th, 2009, before me, Kenya Graham, a notary public for the State of Georgia, personally appeared
Archbishop Wilton D. Gregory, Archbishop of the Archdiocese of Atlanta, known to me or proved to me to be the
person whose name is subscribed to the within power of attorney, and acknowledged to me that he or she executed the

same.

)/ A, [a % tv/u'\_,_ M 'Zée Zw/é/ >
Not ary Public @e State of Georgla Witiess
(Notary Seal)

_&(Ma; MM/)/

Witness

680 West Peachtree Street, N.W. - Atlanta, Georgia 30308-1984 - (HOY) 88B-7804 - Fax (404) BB5-7230
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Date: September 23, 2009

City of Dunwoody

Community Development Department
41 Perimeter Center East

Dunwoody, GA 30346

Ref: All Saints Catholic Church - 2443 Mount Vernon Road
Zoning Statement - SLUP

Gentlemen:

We are submitting for a Special Land Use Permit to construct a columbarium at this
property. The current zoning is R-100.

In accordance with Section 2C-5 of the zoning classification, cemeteries, columbariums, and
mausoleums are allowed in R-100 under a Special Use Permit.

If additional information is required, please contact Carl Trevathan, Catholic Construction
Services, Inc. at 404-494-4203.

Thank you for your consideration.

CATHOLIC CONSTRUCTION SERVICES, INC.
eorge Barrie

President/CEO
Cc: Carl Trevathan, Catholic Construction Services

Monsignor R. Donald Kiernan, P.A., All-Saints Catholic Church
Ed Konopka, All-Saints Catholic Church

Catholhc Construchion Services, Inc.

2969 Butner Road, 5.W. = Bullding C = Atlanta Georgia 30331-7860
(404} 888-78B38 = Fax (HO4Y4) BB5-7289 = www.archatl.com
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Date: September 23, 2009

City of Dunwoody

Community Development Department
41 Perimeter Center East

Dunwoody, GA 30346

Ref: All Saints Catholic Church - 2443 Mount Vernon Road
Impact Analysis - SLUP

Gentlemen:

We are submitting for a Special Land Use Permit to construct a columbarium at this
property. The current zoning is R-100.

Below is an analysis of the impact of the SLUP permit with respect to the criteria contained
in Section 5B-13 and 5B-14 of the zoning ordinances.

Section 5B-13. SLUP; Criteria to be applied.

a) Adequacy of the size of the site for the use contemplated and whether
or no the adequate land area is available for the proposed use
including provisions of all required yards, open space, off-street
parking, and all other applicable requirements of the zoning district in
which the use is proposed to be located. The proposed development is
within an undeveloped space surrounded by the current parking. The
development is not within any setbacks or buffers. The parking areas are
unaffected, and there are no changes to the capacity requirements of the
church, therefore no changes to the parking count are required,

b) Compatibility of the proposed use with adjacent properties and land
uses and with other properties and land uses in the district. NA

c) Adequacy of public services, public facilities, and utilities to serve the
use contemplated. Power for outdoor lighting and plumbing for a water
feature will be available from the church’s current services. No additional
meters or taps will be necessary. Storm drainage, if needed, will be
connected to the private storm drainage system interior of the property.

d) Adequacy of the public street on which the use is proposed to be
located and whether or not there is sufficient traffic-carrying capacity
for the use proposed so as not to unduly increase traffic and create
congestion in the area. The development will not change the operating
schedule of the church, or change the traffic flow off the property onto public

Catholic Construchion Services, Inc,

2959 Buthner Road, 5.W. = Buillding C = Atlanta Georgia 30331-7860
(4O4) B88-7838 = Fax (HOY) BES-728989 = www.archatl.com






f)

g)

h)

1))

k)
N

m)

streets. Ritual services will likely be held in conjunction with funeral services::
customarily held at the church.
Whether or not existing land uses located along access routes to the
site will be adversely affected by the character of the vehicles or the
volume of traffic generated by the proposed use. The development will
not change the operating schedule of the church, or change the traffic flow off
the property onto public streets.

Ingress and egress to the subject property and to all proposed
buildings, structures, and uses thereon, with particular reference to
pedestrian and automotive safety and convenience, traffic flow and
control, and access in the event of fire or other emergency. The
proposed use will not alter the traffic flow or requirements with respect to
egress of the property. Emergency access routes and fire lanes on the
property will not change.

Whether or not the proposed use will create adverse impacts upon
any adjoining land use by reason of noise, smoke, odor, dust, or
vibration generated by the proposed use. The proposed use will not emit
additional noise, smoke, odor, dust or vibration. Outdoor use for ritual
services will likely not require any electronic public address system or other
voice enhancement system.

Whether or not the proposed use will create adverse impacts upon
any adjoining land use by reason of the hours of operation of the
proposed use. Ritual services will occur during daylight hours, usually in
conjunction with funeral service customarily held at the church.

Whether or not the proposed use will create adverse impacts upon
any adjoining land use by reason of the manner of operation of the
proposed use. Parking for ritual services will be internal to the property,
and will usually be in conjunction with funeral services customarily held at the
church,

Whether or not the proposed plan is otherwise consistent with the
requirements of the zoning district classification in which the use is
proposed to be located. Columbariums are allowed in zoning R-100 under
special land use permitting. The columbarium is to be a part of the overall
ministry of the church toward the congregation members.

Whether or not the proposed use is consistent with the policies of the
comprehensive plan. N/A/

Whether or not the proposed plan provides for all required buffer
zones and transitional buffer zones where required by the regulations
of the district in which the use is proposed to be located. The proposed
use does not affect the current buffer zones currently in place at the property.
Whether or not there is adequate provision of refuse and service area.
N/A.

Whether the length of time for which the special land use permit is
granted should be limited in duration. Since the proposed use provides a
ministry which is intended to be permanent, we request that the special land
use permit not be limited in duration.

Whether or not the size, scale and massing of proposed buildings are
appropriate in relation to the size of the subject property and in
relation to the size, scale and massing of adjacent and nearby lots
and buildings. N/A





p) Whether the proposed plan will adversely affect historic buildings,
sites districts, or archaeological resources. N/A.

q) Whether the proposed use satisfies the requirements contained
within the supplemental regulations for such special land use
permits. N/a.

r) Whether or not the proposed building as a result of its proposed
height will create a negative shadow impact on any adjoining lot or
building. Structures are limited in height and are interior of the property.
No shadow impact will occur on any adjoining lots or buildings.

Sec. 5B-14. Additional Criteria for Specified Uses. The additional criteria listed in this
section are not applicable to the proposed use of the development

Thank you for your consideration.

CATH@LIC CONSTRUCTION SERVICES, INC.

Georgé Barrie
President/CEO

Cc: Carl Trevathan, Catholic Construction Services
Monsignor R. Donald Kiernan, P.A., All-Saints Catholic Church
Ed Konopka, Ali-Saints Catholic Church
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City of Dunwoody Sales Receipt

Wednesday September 30, 2009

Permit# SLUY 0¢ |0
Order # 2198

Transaction Date: 9/30/2009
Transaction Status: APPROVED

Transaction Amount: 450.00

Account# 2000....0935

[ICollapse All Rows
fDescription Quantity Amount Tran #

Signature

By clicking the process payment button, you authorize an electronic debit from your
checking account that will be processed through the regular banking system. If your
full order is not available at the same time, you authorize partial debits to your
account, not to exceed the total authorized amount. The partial debits will take place
upon each shipment of partial goods. If any of your payments are returned unpaid,
you will be charged a returned item fee up to the maxium allowed by law. To exit
without authorizing, click Cancel.

http://www.inkforce.net/DunwoodyBPT/DunwoodyBPTAuthorized/payments/viewreceipt.... 9/30/2009






( Page 1 of 1

[Return to Console| |  Print Receipt |

City of Dunwoody Sales Receipt

Wednesday September 30, 2009

Permit # SL\} V 09 | f}i
Order # 2197
Transaction Date: 9/30/2009

Transaction Status: APPROVED

Transaction Amount: 50.00

Account# 2000....0935

[ICollapse All Rows
lDescription Quantity Amount Tran #

Signature

By clicking the process payment button, you authorize an electronic debit from your
checking account that will be processed through the regular banking system. If your
full order is not available at the same time, you authorize partial debits to your
account, not to exceed the total authorized amount. The partial debits will take place
upon each shipment of partial goods. If any of your payments are returned unpaid,
you will be charged a returned item fee up to the maxium allowed by law. To exit
without authorizing, click Cancel.

http://www.inkforce.net/DunwoodyBPT/DunwoodyBPTAuthorized/payments/viewreceipt.... 9/30/2009






! Keni Wright — Mayor

Denis Shottal — City Council Post 1
Adtian Bonser — City Council Post 2
Tom Taylot — City Council Post 3
Robert Wittenstein — City Council Post 4
Danny Ross — City Council Post 5

John Heneghan — City Council Post 6

Warten Hutmacher — City Manager
Btian Anderson — City Attotney

Octobet 28, 2009

George Batrie

2969 Butner Road, SW

Building C

Atlanta, GA 30331

RE: Complete & Compliant Request for Special Land Use Permit (SLUP 09101)

Dear Mr. Barrie:

Staff has reviewed your submittal for a Request for Special Land Use Petmit. Staff has deemed your
application complete and compliant, and has placed the item on the Community Council agenda for
November 12, 2009.

A staff report and recommendation will be drafted in the coming weeks, and will follow undet
separate cover.

You or your representative’s presence is requested at the meeting when your item is to be
considered. The meeting will be held at City Hall, in the Council Chambers, beginning at 7:00 p.m.

Should you ot yout tepresentative not be able to attend the meeting, please contact our staff as soon
as possible.

Should you have any questions, please contact me at (678)382-6810.

Sincetely,

%ww) T Koorr=-

Howard Koontz
City Plannet /City Arborist

Cc: SLUP 09101 File

City of Dunwoody
41 Petimetet Centet East, Suite 250 — Dunwoody, GA 30346
P: 678-382-6700 - F: 678-382-6701 - www.dunwoodyga.gov
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Travis Pruitt & Associares, Inc. ‘
Tnese drowings ond their rapraductions are the property of |
the surveyor and may not be reproduced, oF used in any
wey without the writtan parrnission of this surveyor. f

Thia plat was repared for the axclusive usa of the person,i
parsens, or antity named in the titie block. Said usas does
ot extend to ony uangmed persen without exprass
parmigsion by the surveyor naming saqid person.

Unlities: !
Information reqarding the reputed presence, size, charocter |
and lecotion of esting underground utilities and structures :

is shown hereon. There is no certainty of the accuracy of !
this information and it shall be considared in that light” oy |
those using this dmuing. The locstion and arrangemnent of o
underground ulilities on structures shown hereon may be
ingecurate and utilities and structures not shown may be
ancountered. The owner, his amplcyses, hiz consultants

and his contractors or anyane aiss wha reliss upon this :
survey shall hereby axpressly undarstand thet the surveyer |

is not responsibla for the correctness of sufficiency of this
information. i

Flood Hazard Note: i
By grophic plotting onty, this property does not lie within o ¢
100 year flood hazerd zone and is depictad as zone S
as defined by the F.E.MA Flood Insurance Rate Map of |
Dekalb Gounty, Georgia cnd incorpercted areas map numbar |
1308906010 H, effective date May 7, 2001. :

The survey shown hereon was prepared without banefit of
any abstract of title: therefore, Jon Adama and Travia Pruitt!
& Associates, inc, moke no Eudmnteea or representstions
reqarding information shown hereon pertaining to eqsements,
rights-o —way, satback linas, agresments, reasrvations, and |
ather sirmilar matters. !

Zoning: R-100

The surveyor in no woy intends to interpret of make i
conciusions regarding the zoning dasignation shown hereon. |
This information is reparted from public inforrnation i
obtained from Dekalb County recerds,

Survey fisldwork performed on: Mareh 7, 2007
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$ [ o s . 3 X 3 - ) .
. § c ) , 4. 4 ) ; ! X \ — This survey was duthorized by Mr. Edward R. Konopka
. i L E P VoL Rzpresonting All Sairts Catholic Shureh

The tract of lond ghown on this survey i for the client's
convenience only. This survay is naot intended to create new |
irncts of iend or changa axisting tracts of land. This 53
survay s not a subdivision plal and has not bsen approved |
ty the cerrect jurisdictional autharities, ;

Certification:

This fa to certify that this survey was made under my
suparvision and 'is true representation of the fand
surveyed. The fieid data upon which this survey is based
has @ precigion of one faot In 133,781 feet, and an
anguiar arrer of 17 per angle point, and was adjusted using
the least squares. Angular and linece measurgmants wera
made wsipg @ Trimile 5603 robotic totel station, The data
on thig s has|keen caleulatad for closurs and i
found to Sycasd ofalfoot in 299,610 fest.
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'Seargga Reg. Land Surve{\{cr ts. 2738

For tha Firm Travis Pruift & Associates, inc.

pursugnt to Rule 180-6.09 of the Georgic State Beard of
Registrgtion for Profeasionat Enginsers and Land Surveyars,
the term “certify” or *cartification” relating to land ;
surveying sarvices ghall mean a signed statament based on
tacts’ and knowledge known o the iand surveyer and iz nat
a guaraniee of warranty, eithar expressed of implied.
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4317 Park Drive - Suite 400
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Phone: (770}416-7511
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~CONTRACTOR TO MEET WiTH LANDSCAPE ARCGHITECT
ON-SITE PRIOR TO ANY SITE DEMOLITION OR
CLEARING. :

~EXISTING GROUND FPLANE VESETATION TO BE
REMOVED UNLESS OTHERWISE NOTED ON PLAN.

-ALL TREES TO REMAIN ON SITE UNLESS NOTED ON
PLAN. CAUTION SHOULD BE TAKEN DURING
CONSTRUCTION TO AVOID DISTURBANCE OF EXISTING
TREES AND COMPACTION OF SOIL AROUND ROCT
ZONES.
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lejiTB OF CONSTRUCTION
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!/
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A J AR N
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R e
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™~ '\ 0\2\:&& O ..
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MARY STATUE TO BE RELOCATED ON SITE. SEE SHEET HS-2

WOODEN CROSSES TO BE
RELOCATED ON SITE
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S >
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ON-’- . /
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2" R
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e
O\ A-“
\

5 DWARF BURNING BUSH TO REMAIN.
| TO BE RELOCATED. REFER TO
PLANTING PLAN.

5 TREE-FORM BURFORD HOLLIES TO
REMAIN

PLAQUE TO BE RELOCATED. SEE
SHEET HS-2
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2.

SECTION ©223]
TREE PROTECTION

A. GENERAL:
TREE PROTECTION SHALL BE IN CONFORMANCE WITH THE REQUIREMENTS OF

THE AUTHORITY HAVING JURISDICTION.

TREE PROTECTION FENCING, BARRICADES, OR OTHER SUITABLE GUARDS
SHALL MEET OR EXCEED THE REQUIREMENTS OF THE AUTHORITIES HAVING
JURISDICTION AND AT A MINIMUM BE LOCATED PER THOSE SAME
REGQUIREMENTS OR AS INDICATED ON THE DRANWINGS.

TREES INDICATED TO REMAIN ARE ESSENTIAL TO THE PROJECT.

4. TREE PROTECTION MEASURES SHALL BE INSTALLED PRIOR TO

2.

COMMENCEMENT OF ANY DEMOLITION, CLEARING, GRADING AND

CONSTRUCTION WORK. CALL FOR INSPECTION OF TREE PROTECTION

%REIGADES BY AUTHORITIES HAVING JURISDICTION IF REQUIRED PRIOR TO
RK.

TREE PROTECTION SHALL REMAIN IN PLACE UNTIL ALL CONSTRUCTION WORK
HAS BEEN COMPLETED AND ALL DANGER OF DAMAGE HAS PASSED OR THE
FINAL INSPECTION BY THE LOCAL AUTHORITIES HAVING JURISDICTION OR AS
OTHERWISE DIRECTED BY THE OWNER.

B. TREE FROTECTION:

DO NOT EXCAVATE WITHIN TREE PROTECTION ZONE. NO SOIL DISTURBANCE
OR COMPACTION, BURIAL PITS, TRENCHING OR OTHER LAND DISTURBING
ACTIVITY SHALL BE ALLOWED WITHIN TREE PROTECTION ZONE.

DO NOT GRUB WITHIN TREE PROTECTION ZONE. BRUSH, VINES AND SMALL
TREES INDICATED TO BE REMOVED SHALL BE HAND CLEARED ONLY. CUT
FLUSH WITH EXISTING GRADE. LEAVE SOIL. AND LEAF LITTER UNDISTURBED.

PROTECT TREE ROOT SYSTEMS FROM DAMAGE DUE TO NOXIOUS MATERIALS
CAUSED BY RUN-OFF OR SPILLAGE DURING MIXING, PLACEMENT, OR STORAGE
OF CONSTRUCTION MATERIALS. PROTECT ROOT SYSTEMS FROM FLOODING,
ERODINC—'I;', OR EXCESSIVE WETTING RESULTING FROM DEWATERING
OPERATIONS.

FINAL LOCATION OF ALL UNDERGROUND UTILITIES THAT WILL ENCROACH
UPON TREE PROTECTION ZONES MUST BE FIELD STAKED AND APPROVED
PRIOR TO BEGINNING WORK.

DO NOT STORE CONSTRUCTION MATERIALS, DEBRIS, OR EXCAVATED
MATERIAL WITHIN TREE PROTECTION ZONE, DO NOT PERMIT VEHICLES OR
FOOT TRAFFIC WITHIN TREE PROTECTION, AND PREVENT SOIL COMPACTION
OVER ROOT SYSTEMS.

EXPOSED ROOTS SHALL BE CLEANLY CUT WITH SHARP FPRUNING

INSTRUMENTS. DO NOT ALLOW EXPOSED ROOCTS TO DRY OUT BEFORE
FERMANENT BACKFILL |1S PLACED; PROVIDE TEMPORARY EARTH COVER OR
FPACK WITH PEAT MOSS AND WRAP WITH BURLAP. WATER AND MAINTAIN IN
MOIST CONDITION AND TEMPORARILY SUPPORT AND PROTECT FROM DAMAGE
UNTIL PERMANENTLY RELOCATED AND COVERED WITH EARTH.

SRADING AND CONSTRUCTICON IN PROXIMITY COF (OR WITHIN) TREE

PROTECTION ZONES SHALL BE DONE WITH EXTREME CARE SO AS NOT TO
DAMAGE THE ROOT SYSTEM OF THE TREES AND TO COMPACT THE SOIL IN THE
ZONE.

FINISH GRADING IN THE TREE PROTECTION ZONES, IF INDICATED ON DRANINGS,

SHALL BE DONE UNDER DIRECT SUPERVISION OF THE CWNER OR LANDSCAPE
ARCHITECT IN THE FIELD. NOTIFY THE OWNER OR LANDSCAPE ARCHITECT T2
HOURS PRIOR TO THIS SITE VISIT.

WATER TREES AND OTHER VEGETATION TO REMAIN WITHIN LIMITS OF
CONTRACT WORK AS REGQUIRED TO MAINTAIN THEIR HEALTH DURING COURSE
OF CONSTRUCTION OPERATIONS,

C. TREE PRUNING:

ENGACGE AN EXPERIENCED TREE SERVICE WITH A QUALIFIED CERTIFIED
ARBORIST TO PERFORM TREE PRUNING WORK.

PRUNE REMAINING TREES AFFECTED BY TEMPORARY AND NEW
CONSTRUCTION.

REMOVE BRANCHES FROM TREES THAT ARE TO REMAIN, IF REGQUIRED TO

CLEAR NEW CONSTRUCTION.

a. WHERE DIRECTED BY LANDSCAPE ARCHITECT AND VERIFIED BY
ARBORIST, EXTEND PRUNING OFPERATION TO RESTORE NATURAL
SHAPE OF ENTIRE TREE.

b. ALL PRUNING AND CUTTING OF BRANCHES AND ROOTS SHALL BE
FERFORMED BY AN ARBORIST USING STATE OF THE ART EQUIPMENT.

PRUNE REMAINING TREES TO COMPENSATE FOR ROOT LOSS CAUSED BY
DAMAGING OR CUTTING ROOT SYSTEM. PROVIDE SUBSEGUENT MAINTENANCE
DURING CONTRACT FPERIOD AS RECOMMENDED BY ARBORIST.

CUT BRANCHES WITH SHARP PRUNING INSTRUMENTS; DO NOT BREAK OR
CHOP.

CHIP BRANCHES REMOVED FROM TREES. SPREAD MATERIAL WHERE
INDICATED OR AS DIRECTED BY LANDSCAPE ARCHITECT.

SECTION ©2230
SITE CLEARING AND DEMOLITION

A. GENERAL:

l. EXCEPT FOR MATERIALS INDICATED TO REMAIN ON OWNERS PROPERTY,
CLEARED AND DEMOLISHED MATERIALS SHALL BECOME CONTRACTORS
FPROFERTY AND SHALL BE REMOVED FROM THE PROJECT SITE.

2. COMPLY WiITH GOVERNING REGULATIONS PERTAINING TO ENVIRONMENTAL
PROTECTION AND WITH HAULING AND DISPOSAL REGULATIONS OF
AUTHORITIES HAVING JURISDICTION DURING WORK,

S. DO NOT INTERFERE WITH ADJOINING ROADS, STREETS, WALKS AND OTHER
ADJACENT OCCUPIED OR USED FACILITIES WITHOUT APPROVAL FROM OWNER
AND AUTHORITIES HAVING JURISDICTION. CONTACT LOCAL AUTHORITIES
HAVING JURISDICTION AND COMPLY WITH THEIR REGULATIONS FPRICR TO
INTERFERENCE OF TRAFFIC PATTERNS, IF NECESSARY, DURING THE WORK.

4. SALVABLE ITEMS: CAREFULLY REMOVE ITEMS INDICATED TO BE SALVAGED
AND STORE ON OWNERS PREMISES WHERE INDICATED.

5. NOTIFY UTILITY LOCATOR SERVICE FOR AREA WHERE PROJECT IS LOCATED
PRIOR TO THE WORK.

. SITE CLEARING AND DEMOLITION:

l. IDENTIFY THE LIMITS OF CLEARING AND DEMOLITION AND OBTAIN APPROVAL
BY THE OWNER PRIOR TO COMMENCING WORK.

2. LOCATE, CLEARLY IDENTIFY, AND PROTECT ALL EXISTING LANDSCAPE
MATERIALS INDICATED TO REMAIN, AGAINST DAMAGE DURING THE WORK.

3. PROTECT EXISTING SITE IMPROVEMENTS TO REMAIN, FROM DAMAGE DURING
THE WORK,

4. THE DRAWINGS DO NOT SHOW ALL EXISTING UTILITIES. LOCATE AND VERIFY
ALL UTILITY LOCATIONS ON SITE PRIOR TO WORK. MAINTAIN EXISTING
UTILITIES INDICATED TO REMAIN IN SERVICE AND CLEARLY MARK AND
FPROTECT THEM AGAINST DAMAGE DURING THE WORK.

5. PROVIDE TEMPORARY EROSION AND SEDIMENTATION CONTROL MEASURES
TO PREVENT SOIL EROCSION AND DISCHARGE OF SOIL- BEARING WATER
RUNOFF, AND AIRBORNE DUST TO ADJACENT PROPERTIES ACCORDING TO
REQUIREMENTS OF AUTHORITIES HAVING JURISDICTION.

6. DEMOLISH AND CLEAR INDICATED EXISTING SITE IMPROVEMENTS,
STRUCTURES AND VEGETATION COMPLETELY. USE METHODS REQUIRED TO
COMPLETE THE WORK WITHIN LIMITATIONS OF GOVERNING REGULATIONS.

7. LOCATE, IDENTIFY, DISCONNECT, AND SEAL OR CAF OFF UTILITIES INDICATED
TO BE REMOVED.
a. ARRANGE WITH UTILITY COMPANIES TO SHUT OFF INDICATED UTILITIES.

&. EXCAVATE FOR AND REMOVE UNDERGROUND UTILITIES INDICATED TO BE
REMOVED.

4. REMOVE OBSTRUCTIONS, TREES, SHRUBS, GRASS AND OTHER VEGETATION
TO PERMIT INSTALLATION OF NEW CONSTRUCTION.

0. FILL DEPRESSIONS CAUSED BY CLEARING AND GRUBBING OPERATIONS WITH
SATISFACTORY SOIL MATERIAL UNLESS FUTHER EXCAVATION OR EARTHNORK.
IS INDICATED.

Il. REMOVE EXISTING ABOVE- AND BELOW-GRADE IMPROVEMENTS AS INDICATED
AND AS NECESSARY TO FACILITATE NEW CONSTRUCTION.
a. REMOVE SLABS, PAVINGCURBS, GUTTERS, AND AGEREGATE BASE AS
INDICATED.

12. DISPOSAL: REMOVE SURPLUS SOIL MATERIAL, UNSUITABLE ToFsOIL,
OBSTRUCTIONS, DEMOLISHED MATERIALS, AND WASTE MATERIALS INCLUDING
TRASH AND DEBRIS, AND LEGALLY DISPOSE OF THEM OFF OWNERS
PROFERTY.

I3. BURNING OF REMOVED MATERIALS IS NOT PERMITTED.

6 Executive Park Drive
Suite 300

Atlanta, GA 30329
www.hgor.com

p. 404-248-1960
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SECTION 0250 SECTIONOZ2TS £ =828
EARTHWNORK CEMENT CONCRETE PAVEMENT: CEER A O
o3 1
A. GENERAL: i 0 8233
A. GENERAL: m'§§§¢¢
|. REFERENCE TO STANDARD SPECIFICATIONS OR CODES SHALL MEAN THE . CURING MATERIALS: CLEAR WATERBORNE MEMBRANE-FORMING CURING © @ 6w
|. PERFORM EARTHWNORK AND SITE GRADING IN COMPLIANCE WITH _
ﬁ&%g é?%NREGU,REMENTS F CAVERNING AUTHORITIES HAVING LATEST STANDARD OR CODE ADOPTED AND PUBLISHED. COMPOUND: ASTM € 304, TYPE |, CLASS B.
' 2. COMPLY WITH REQUIREMENTS OF THE AMERICAN CONCRETE INSTITUTE (2. JOINT FILLER: ASPHALT-SATURATED FIBER BOARD COMPLYING WITH ASTM D
2. COMPLY WITH LOCAL CODES, ORDINANCES AND REQUIREMENTS OF (AC]) 30| "SPECIFICATIONS FOR STRUCTURAL CONCRETE" FOR ALL CAST-IN- 151,
AUTHORITIES HAVING JURISDICTION TO MAINTAIN STABLE PLACE CONCRETE.
EXCAVATIONS. 13. JOINT SEALANT BACKERS: CLOSED CELL POLYETHYLENE BACKER ROD,
. 249 OR CLOSED CELL POLYETHYLENE BACKER STRIP, ASTM D 5244
5. COMPLY WITH ALL EROSION CONTROL REGUIREMENTS OF 3. SUBMITTALS: DESIGN MIXTURES FOR EACH CONCRETE PAVEMENT MIX. ?ngoﬁ 5 T.qSEiL :NT DEPTHLkND c I e ADHESION OF
AUTHORITIES HAVING JURISDICTION,
4. VERIFY ALL EXISTING CONDITIONS, DIMENSIONS AND ELEVATIONS PRIOR TO SEALANT.
4. ENGAGE A QUALIFIED INDEPENDENT GEOTECHNICAL ENGINEERING COMMENCING WORK. NOTIFY LANDSCAFE ARCHITECT OF ANY
TESTING AND INSPECTION AGENCY, TO INCLUDE TESTING OF SOIL DISCREPANCY. 14. JOINT SEALANT: MULTI-COMPONENT ELASTROMERIC URETHANE SEALANT
MATERIALS PREPARED FOR USE IN WORK AND FOR QUALITY CONTROL COMPLYING WITH ASTM € 920 FOR USE IN HORIZONTAL FPAVED SURFACES.
TESTING DURING EARTHNORK AND SITE GRADING OPERATIONS. 5. NOTIFY THE LANDSCAPE ARCHITECT IN WRITING OF CONDITIONS JOINT SEALANT COLOR SHALL BE APPROVED BY THE LANDSCAPE ARCHITECT
OR TO CONSTRUCTION.
o EROMPTLY NOTIFY SOIL TESTING SERVICE AND LANDSCAPE cho%r;s{-;E;ED IN THE FIELD CONTRADICTORY TO THOSE SHOWN ON THE PRI
ARCHITECT OF UNSUITABLE SUB-SURFACE CONDITIONS. 5. UNLESS NOTED OTHERWISE, PROPORATION MIXES TO PROVIDE NORMAL -
6. LOCATE EXISTING UNDERGROUND UTILITIES IN AREA OF WORK PRIOR 6. CONTRACTOR SHALL VERIFY CONDITIONS AND/OR ADEQUACY OF ALL NEIGHT CONCRETE WITH THE FOLLOWING MINIMUM TRENTY-EIGHT (28) DAY
TO STARTING EARTHWORK OPERATIONS. PROVIDE ADEQUATE MEANS SUBGRADES, FILLS AND BACKFILLS BEFORE PLACEMENT OF PERMANENT COMPRESSIVE STRENGTH:
OF PROTECTION FOR EXISTING UTILITIES TO REMAIN, DO NOT PAVEMENT MATERIALS. PAVEMENTS . ..oooooosvesrecrseenessesssssssssssassasesssmmssssmssssssssasasasss 3000 Pl
INTERRUPT EXISTING UTILITIES SERVING THE SITE INDICATED TO CURBSS oo oeseoseseseesseesessseeseesssssssessassmsssssssnssssesesssssssesssnes 3000 P3|
REMAIN. 1. CONTRACTOR SHALL VERIFY THAT PROJECT CONDITIONS (1LE. WEATHER, CURBS AND GUTTERS......ccccnmimirsnisisssismsisisersssssnses 3000 P3l
ADJIACENT WORK, ETC.) ARE SATISFACTORY FOR INSTALLATION PRICR TO
7. BARRICADE OPEN EXCAVATIONS AS PART oF THE EARTHHORK COMMENCING NORK. ) 6. USE OF CALCIUM CHLORIDE, SALT OR OTHER ANT| FREEZE AGENTS IN
' CONCRETE |15 NOT PERMITTED.
B. EARTHNORK AND GRADING: B. SUBGRADE AND SUBBASE FOR PAVEMENTS:
D. CONCRETE PAVEMENT:
|. PROTECT STRUCTURES, UTILITIES, SIDEWALKS, PAVEMENTS, AND |. SUBGRADE SHALL BE PREPARED TO ALLOW FOR SUBBASE AND PAVEMENT
OVEMENT, NDERMINNG DMSHOAMAQETGQIHSEgTﬁ‘E(RSEELf%gEéEA@SL THICKNESS AND SHALL BE COMPACTED TO NOT LESS THAN 45 PERCENT |. FORMS: SET, BRACE AND SECURE EDSE FORMS, BULKHEADS, AND SCREED REVISIONS
, , , RE , GRAD .
B EARTHNORK OPERATIONS., E:glmum DRY UNIT WEIGHT AS DETERMINED IN ACCORDANCE WITH ASTM D GUIDES TO REQUIRED LINES ES AND ELEVATIONS T ooe 1 tssuE
' o ARRANGE, SPACE AND SECURELY TIE REINFORCEMENT PRIOR TO PLACING A
2 PROVIDE EROSION CONTROL MEASURES TO PREVENT EROSION OR ,
DISPLACEMENT OF SOILS AND DISCHARGE OF SOIL-BEARING WATER 2. SUBBASE AGGRESATE, WHERE INDICATED, SHALL BE NATURALLY OR CONCRETE. PROVIDE SUFFICIENT SUPFORT TO MAINTAIN POSITION OF A
RUNOEE OR AIRBORNE DUST TO ADJACENT PROFPERTIES AND ARTIFICIALLY GRADED MIXTURE OF NATURAL OR CRUSHED GRAVEL, REINFORCEMENT DURING CONCRETE PLACEMENT. MAINTAIN MINIMUM
NALKINATS. CRUSHED STONE AND NATURAL OR CRUSHED SAND COMPLYING WITH ASTM COVER TO REINFORCEMENT. AN
D 2440.
3. TREE PROTECTION: PROVIDE TREE PROTECTION AS INDICATED ON THE 3 PROVIDE CONTINUOUS REINFORCEMENT WHEREVER POSSIBLE. SPLIT ONLY AN
gwgf&;ﬁﬁﬁvﬁ?@ﬁmgﬁ%%ﬁ& LNEOAQ?E HAS gEEg;ION N : 3 PROVIDE THICKNESS OF SUBBASE AS INDICATED ON THE DRANWINGS, PLACE AS SHOWN OR APPROVED. INSTALL WIWF. SHEETS IN LENGTHS AS LONG AS A
COMPLETED. SUBBASE IN FOUR (4) INCH MAXIMUM LIFTS TO ELEVATIONS REQUIRED AND PRACTICABLE. LAP ADJOINING PIECES AT LEAST ONE FULL MESH. N
TO ALLOW FOR PAVEMENT THICKNESS, SUBBASE SHALL NOT DEVIATE MORE
4. EXCAVATE TO SUBGRADE ELEVATIONS REGARDLESS OF THE THAN ONE-HALFE (1/2) INCH FROM PROPOSED ELEVATIONS., COMPACT 4. CONSTRUCT CONTRACTION, CONSTRUCTION AND ISOLATION JOINTS TRUE _C
CHARACTER OF SURFACE AND SUBSURFACE CONDITIONS SUBBASE TO NO LESS THAN 45 PERCENT MAXIMUM DRY UNIT WEIGHT AS TO LINE, OF THE TYPE AND IN THE LOCATIONS SHOWN ON THE DRAKNINGS. O
ENCCOUNTERED, INCLUDING ROCK, S0 MATERIALS, AND DETERMINED IN ACCORDANCE WITH ASTM D 6498 Ul
OBSTRUCTIONS. ' 5. COMPLY WITH RECOMMENDATIONS OF AC| 304 FOR MEASURING, MIXING, =
TRANSPORTING AND PLACING CONCRETE.
5. EXCAVATE FOR STRUCTURES, PAVEMENTS, AND WALKS TO INDICATED C. CONCRETE PAVEMENT MATERIALS: NSPORT! ™ c
ELEVATIONS AND DIMENSIONS. | PROVIDE CAST-IN-PLACE CONCRETE PAVING, CONCRETE CURBS, AND 6. TOOL EDGES OF PAVING, CURBS, CURBS AND GUTTERS AKD JOINTS FORMED O
6. EXCAVATE UTILITY TRENCHES TO INDICATED GRADIENTS, LINES, CONCRETE CURES AND GUTTERS OF THE TYPE, TEXTURE, FINISH AND IN FRESH CONCRETE WITH A JOINTING TOOL. REPEAT TOOLING OF EDGES L
DEPTHS, AND INVERT ELEVATIONS OF UNIFORM WIDTHS TO PROVIDE A COLOR INDICATED ON THE DRAWINGS AND SCHEDULES. AND JOINTS AFTER APPLYING SURFACE FINISHES. UNLESS NOTED @) O
WNORKING CLEARANCE ON EACH SIDE OF PIPE OR CONDUIT. OTHERWISE JOINTING TOOL SHALL HAVE A ONE-QUARTER (1/4) INCH RADIUS —— 5
o -GQUARTER (1/4) INCH WIDE JOINTING CA ITY. =
1. UTILITY TRENCH BACKFILL: PLACE, COMPACT AND SHAPE BEDDING 2. ;Ogﬂﬁghbg%fgg S i A e O CORVeD FORMS AND ONE (/4 PABIL ®) c
COURSE TO PROVIDE CONTINUOUS SUPPORT FOR PIPES AND TRA - P @,
CONDUITS OVER ROCK AND OTHER UNYIELDING BEARING SURFACES TO FORM RADIUS BENDS AS REQUIRED. 7. ALL JOINTS IN CURVED SECTIONS OF CONCRETE PAVEMENT, CURBS,
AND TO FILL UNAUTHORIZED EXCAVATIONS. AND CURBS AND GUTTERS SHALL BE TOOLED RADIALLY TO THE CURVE. 4 Q
a. PLACE AND COMPACT INITIAL BACKFILL OF SATISFACTORY SOIL 3 REINFORCEMENT BARS: ASTM A 6i5, GRADE 60, DEFORMED, UNLESS (] S
MATERIAL OR SUBBASE MATERIAL, FREE OF PARTICLES LARGER OTHERWISE NOTED. | 5. UNLESS NOTED OTHERWISE ALL ISOLATION JOINTS SHALL BE SEALANT O
mg% cm& TY(E)PlII;%H, ;ocg NPEI}?_HT Pc}a_i ggekgfg c(:%)M iggg_ersﬂovm | FILLED JOINTS. INSTALL JOINT FILLER, SEALANT BACKING AND SEALANT BY S
T o, : NAL VEN TECHNIQUES AND COMPLYING WITH RECOMMENDATIONS OF ASTM
4. WELDED WIRE REINFORCEMENT (MESH), WHERE INDICATED, SHALL COMPLY FRO )
B ALL.OF SATISFACTORY SOIL MATERIAL TO FINAL WITH ASTM A 185 AND SHALL BE PROVIDED IN FLAT SHEETS (ROLLS NOT C 143 | E 5 Q g
PERMITTED). -
8. FILL: PLACE AND COMPACT FILL MATERIAL IN LATERS TO REQUIRED A eSS e TR, T P s EDors oF Paviet, = s 3 s
ELEVATIONS. 5. JOINT DOWEL BARS SHALL BE PLAIN STEEL BARS COMPLYING WITH ASTM A BRoo j G C O
15, GRADE 60. CONCRETE CURBS AND GUTTERS SHALL HAVE A MEDIUM BROOM FINISH NS T S
" CQEACION SAST AT ADTLL AT AT T ARALE TomELowe Eols & e o S § ¢
ORE T & OSE D : _—
COMPACTED BY HEAVY COMPACTION EQUIPMENT, AND NOT MORE 6. PORTLAND CEMENT: ASTM C 150, TYFE | l0. ALL AREAS OF F’AVEM;EN';I" SHALL RECEIVE WATER REPELLENT COATING, — £t _— ¢
THAN FOUR (4) INCHES IN LOOSE DEPTH FOR MATERIAL COMPACTED _ UNLESS OTHERWISE INDICATED. PROVIDE AND APPLY PENETRATING WATER —
B HAND-OPERATED TAMPERS. 1. AGEREGATE: ASTM C 33, UNIFORMLY SRADED, FROM A SINSLE SOURCE, REPELLENT COATING COMPOSED OF SILOXANE/SILANE BLENDS AS LA <a
MAXIMUIM AGEREGATE SIZE THREE-FOURTH (3/4) INCHE. RECOMMENDED BY MANUFACTURER FOR PAVEMENT APPLICATION.
0. GRADING: UNIFORMLY GRADE AREAS TO A SMOOTH SURFACE, FREE TITLE
FROM IRREGULAR SURFACE CHANGES. COMPLY WITH COMPACTION 8. WATER: ASTM C 44. HARDSCAPE
R T e e GRADE LK, MALRS, AND UNPAVE '
C : , \ D 4. SYNTHETIC FIBER: FIBRILLATED POLYPROPYLENE FIBERS ENSINEERED AND
gtim?g Iﬁv TﬁLER@Nﬁﬁa :ﬁ%tﬁN%RLmENgsTgNng)s IgcRHM?NNL?s DESIGNED FOR USE IN CONCRETE PAVEMENT, COMPLYING WITH ASTM C DETAILS
ONE-HALF (1/2) ,NCH'EA_ 116, TYPE Iil, ONE-HALF (1/2) TO ONE AND ONE-HALF (I-1/2) INCHES LONG.
. SUBBASE AND BASE COURSES: UNDER PAVEMENTS AND WALKS, 10. COLORING AGENT: ASTM ¢ 474, SYNTHETIC MINERAL-OXIDE PIGMENTS,
PLACE SUBBASE COURSE ON PREPARED SUBGRADE. PLACE BASE COLOR STABLE, NONFADING.
COURSE MATERIAL OVER SUBBASE. COMPACT TO REQUIRED GRADES,
LINES, CROSS SECTIONS, AND THICKNESS TO NOT LESS THAN 45
PERCENT OF MAXIMUM DRY DENSITY ACCORDING TO ASTM 698,
C. FIELD QUALITY CONTROL: DATE 7/10/08
[. TESTING AGENCY: ENGAGE A QUALIFIED INDEPENDENT TESTING josno. 08020
AGENCY TO PERFORM FIELD TESTS AND INSPECTIONS AND TO
PREPARE TEST REPORTS. pwFILE 08020HD1
2. TESTING AGENCY SHALL TEST AND INSPECT SUBGRADES AND EACH prRAWN BY MM
FILL OR BACKFILL LAYER. PROCEED WITH SUBSEQUENT EARTHNORK
ONLY AFTER TEST RESULTS FOR PREVICUSLY COMPLETED WORK cHECKED KL

COMPLY WiTH REGQUIREMENTS.
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SECTION 32 14 |3 SECTION ©2764 ks -
UNIT PAVERS PAVEMENT JOINT SEALANTS . 9 22 o
81 o
o ] S B
A. GENERAL: g < & = 020
GROUT MIXES SETTING BED AFF , A. GEN :

|. REFERENCE TO STANDARD SPECIFICATIONS OR CODES SHALL MEAN THE 4. MORTAR AND SROUT MIXCD: H. MORTAR SETTING LICATIONS: B L wa g

N e R o DoPTED A PUBLIGHED a. GENERAL: COMPLY WITH REFERENCE STANDARDS AND WITH 23 & &4 4 9
: MANUFACTURERS INSTRUCTIONS RELATIVE TO MIXING EQUIPMENT, l. SATURATE CONCRETE SUBBASE WITH CLEAN WATER SEVERAL HOURS . REFERENCE TO STANDARD SPECIFICATIONS OR CODES SHALL MEAN R 9§ 2 2 3
MIXER SPEEDS, MIXING CONTAINERS, MIXING TIME, AND OTHER BEFORE PLACING SETTING-BED. REMOVE SURFACE WATER ABOUT ONE HOUR THE LATEST STANDARD OR CODE ADOPTED AND PUBLISHED. w3 9 3 ¥

2. COMPLY WITH REGQUIREMENTS OF THE BRICK INSTITUTE OF AMERICA (BIA) FPROCEDURES NEEDED TO PRODUCE SETTING-BED AND JOINT BEFORE PLACING SETTING-BED o v 43 &
TECHNICAL NOTES ON BRICK CONSTRUCTION. MATERIALS OF UNIFORM GUALITY AND WITH OFTIMUM PERFORMANCE ) 2. SUBMITTALS: MANUFACTURERS PRODUCT DATA, FOR INFORMATION

5. COMPLY WITH REQUIREMENTS OF INTERLOCKING CONCRETE PAVER CHARACTERISTICS, DISCARD MORTARS AND GROUT WHEN THEY HAVE APPLY CEMENT PASTE BOND COAT OVER SURFACE OF CONCRETE SUBBASE ONLY, FOR EACH JOINT SEALANT PRODUCT INDICATED. :

I N T ONETRUTHON OF INTERLOCKING REACHED THEIR INITIAL SET. ABOUT 15 MINUTES PRIOR TO PLACING SETTING BED. LIMIT AREA OF BOND v
CONE oa il . CEMENT-PASTE BOND COAT: MIX BOND COAT TO A CONSISTENCY COAT TO AVOID ITS DRYING OUT PRIOR TO PLACING SETTING BED. DO NOT 3. SUBMITTALS: SAMPLES FOR VERIFICATION FOR OF EACH TYPE AND e/
RETE PAVEMENTS. SlgﬂLAR T THNAAT OF ggt%K GR%A:A%DAGNgNﬁfﬂNG OF EITHER NEAT EXCEED ONE-SIXTEENTH (1/16) INCH THICKNESS FOR BOND COAT. COLOR OF JOINT SEALANT REGUIRED. o o
G T ._" :/{;I.]
4. FIELD CONSTRUCTION MOCK-UP: PRIOR TO INSTALLING UNIT PAVERS, i Ve ST, doyy APP 4. NOTIFY THE LANDSCAPE ARCHITECT IN WRITING OF CONDITION | |
X O RTL-A . * : ' =
FURNISH AND INSTALL A 100 SGUARE FOOT SAMPLE OF PAVEMENT FOR EACH R L D P o Fog AT o ALL OF A O TR TN D O B e TG Bt T UNIEORM ENCOUNTERED IN THE FIELD CONTRADICTORY TO THOSE SHOWN ON e PR
FORM AND PATTERN OF PAVEMENT INDICATED WITH PROPOSED MATERIALS, ; - THE I
WATER PER DIRECTIONS OF LATEX ADDITIVE MANUFACTURER. THICKNESS AT SUBGRADE ELEVATIONS REQUIRED FOR ACCURATE SETTING
AND WORKMANSHIP TO BE EXPECTED IN COMPLETED WORK, BUILD MOck- LATEX-MODIFIED PORTLAND CEMENT SETTING BED MORTAR: OF UNIT PAVERS TO FINISHED GRADES INDICATED 9,
UPS USING MATERIALS, SAME BASE CONSTRUCTION, JOINTS AND EDGES AS : . : ' . JOINT SEALANT MATERIALS: o
T S R PROPORTION AND MIX PORTLAND CEMENT, ASGREGATE, AND LATEX - o\
- ADDITIVE FOR. SETTING BED TO COMPLY WITH DIRECTION OF LATEX . MIX AND PLACE ONLY THAT AMOUNT OF MORTAR SETTING BED THAT CAN BE  COMPATIBILITY: PROVIDE JOINT SEALANTS, JOINT FILLER, AND O <

5. SUBMIT, FOR INFORMATION ONLY, MANUFACTURERS PRODUCT DATA FOR ATy A G TR D A e AT T GECaE COVERED WITH PAVERS PRIOR TO INITIAL SET, CUT BACK, BEVEL FOTE, " RELATED MATERIALS THAT ARE COMPATIBLE WITH ONE ANOTHER AND 1 o)
P R R el S G MIXTURE WITH A MOIST SURFACE WHEN BED |5 READY TO RECEIVE REMOVE AND DISCARD SETTING BED MATERIAL THAT HAS REACHED INITIAL :

’ . WITH JOINT SUBSTRATES UNDER CONDITIONS OF SERVICE AND A\ a
BRICK PAVERS, SET PRICR TO PLACING UNIT PAVERS. ..
. LATEX-MODIFIED PORTLAND CEMENT GROUT: ADD LATEX ADDITIVE TO APPLICATION, AS DEMONSTRATED BY JOINT SEALANT MANUFACTURER R

6. SUBMITTALS: SAMPLES FOR VERIFICATION OF FULL SIZE UNITS OF EACH TYFE Y BASED ON TESTING AND FIELD EXPERIENCE.
S A R e At S OLOR. TEXTURE AND DRY SROUT MIX IN PROPORTION AND CONCENTRATION . WET UNIT PAVERS FRIOR TO LAYING IF THE INITIAL RATE OF ABSORFTION
T R I O R e o G ARIAHONS EXPECTED IN RECOMMENDED BY LATEX-ADDITIVE MANUFACTURER. PROPORTION EXCEEDS 306/30 Q. IN. PER MINUTE WHEN TESTED FER ASTM € 67. ALLONW RETHRANE | ! o .

: CEMENT AND AGGRESATE TO COMPLY WITH DIRECTIONS OF LATEX UNITS TO ABSORB THE WATER SO THAT THEY ARE DAMP BUT NOT WET AT THE 2. MULTI-COMPONENT URETH SEALANT: CHEMICALLY CURING ’ S
THESE CHARACTERISTICS.  ODITIVE MANUFACTURER, TIME OF LACING EL ASTOMERIC FORMULATION COMPLYING WITH THE REGUIREMENTS SRS
) JOB-MIXED COLOR PIGMENTED SROUT: SELECT AND ' OF ASTM C 420 FOR TYPE M, GRADE NS, CLASS 25 AND USE T. ]

T. VERIPY ALL EXISTING CONDITIONS, DIMENSIONS AND ELEVATIONS PRIOR TO PROPORTION PIGMENTS WITH OTHER INGREDIENTS TO . PLACE PAVERS BEFORE INITIAL SET OF CEMENT OCCURS. IMMEDIATELY 5
COMMENCING WORK. NOTIFY LANDSCAFE ARCHITECT OF ANY DISCREPANCY. PRODUCE COLOR REQUIRED. DO NOT EXCEED FISMENT-TO- PRIOR TO PLACING UNIT PAVERS ON GREEN OR WET SETTING BED, BUTTER - ~OINT FILLER MATERIALS: ] 5/

&. NOTIFY THE LANDSCAFE ARCHITECT IN WRITING OF CONDITIONS o) O R R ACEREGATE EROUT: PRODUCE COLOR BOTTOM AND FDEES WITH 116 INCH THICK SLURRY BOND COAT AND SHOVE . BITUMINOUS FIBER JOINT FILLER: PREFORMED STRIPS OF ASPHALT e
ENCOUNTERED IN THE FIELD CONTRADICTORY TO THOSE SHOWN ON THE SECUIRED BY COMBINING COLORED ASGRESATES WITH ’ SATURATED FIBERBOARD, COMPLYING WITH ASTM D [T5], OF THICKNESS o i
DRANINGS. PORTLAND CEMENT OF SELEGTED COLOR. FROPORTION . TAMP AND BEAT UNIT PAVERS WITH A WOODEN BLOCK OR RUBBER MALLET TO AND WIDTHS INDICATED. S

4. CONTRACTOR SHALL VERIFY CONDITIONS AND/OR ADEQUACY OF ALL O N ooTE M PR ToREa LT WITH DIRECTIONS oF %?L"é“ri‘“r@-ﬁﬁ‘%’é%’é%ﬂ%%ﬁ“&%ﬁﬁ%sﬁks AL REAHY ST 2. ASPHALT JOINT FILLER: ASTM D 944, PREFORMED STRIFS, WATER PROOF z
ABERADES, FILLS AND DACKFILLS BEFORE PLAGEMENT OF PERMANENT AND DISTURB BRICKS FOR PURPOSES OF REALIGNING FINISHED SURFACES OR AND SELF SEALING. ~ |

o CONTRA ALl . OITIONS (LE. KA D. UNIT PAVERS: ADSTING JOINTS. 3. PLASTIC JOINT FILLER CARS: TWO-PIECE PREFORMED FLASTIC CAP OF e

: CTOR VERIFY THAT PROJECT CONDITIONS (1.E. WEATHER, THICKNESS AND WIDTH REQUIRED TO PROVIDE RESEVOIR FOR JOINT o
ADIACENT WORK, ETC.) ARE SATISFACTORY FOR INSTALLATION FRIOR TO . CONCRETE PAVERS SHALL BE SOLID, INTERLOCKING PAVING UNITS . R OIS A SO A P T v SR AR arouT ON SEALANT, AND PREVENT BOTTOM-SIDE ADHESION OF SEALANT.
COMMENCING WORK. COMPLYING WITH ASTM Ca36, MADE FROM NORMAL-WEIGHT AGGRESATES IN R R T R S N e e INITIAL SET OF SROUT REVISIONS
SIZES, SHAPES FINISH AND COLOR INDICATED ON THE DRAAINSS. FINISH JOINTS BY TOOLING TO PRODUCE A VERY SLIGHTLY CONCAVE JOINT SEALANT BACKER MATERIALS:

Il. PROTECT UNIT PAVERS AND SETTING BED MATERIALS FROM DAMAGE AGAINST EOLIEHED JGINT ol oe | mssoe

gEYA;HcEfL % CONTAMINATION FROM EANd;TH %Z#?RNMATER:AL& AND 2. %@2@%‘;@;‘5&9 f:gAL!- aﬁ m”,@ﬁ%;ﬁ;’ﬂ‘;? NZTﬁﬁEHskngH gPéi:ii;' N . . PROVIDE SEALANT BACKINGS OF MATERIAL AND TYPE THAT ARE il B
DAMAGE DURING STORAGE co ON. , MADE FROM SRA NONSTAINING; ARE COMPATIBLE WITH JOINT SUBSTRATES, SEALANTS,
S S P 6 SO NIEKED ST Sriines . QUSSR BT MANTANS I A DAY COETON T SN D P e A A o5 S T HLA R SR A

12, SOLD-WEATHER PROTECTION: DO NOT USE ZEN MATERIALS OR : APPLICATIONS INDIGATED BY SEALANT MANJFACTURER BASED ON FIELD A\

OR COATED CE OR FROST. DO NOT o E. EDSE RESTRAINTS: _ EXPERIENC TO STING.
FROZEN SUBSRADE OR SETTING BEDS, REMOVE AND REPLACE UNIT PAVER - DOINTING: DURING TOOLING OF JOINTS, Th-\REE VOIDS OR HOLES AND JAN
WORK DAMAGED BY FROST OR FREEZING. . STEEL EDGE RESTRAINTS: PAINTED COMMERCIAL STEEL EDGING 3/16 INCH X 4 : 2. BACKER RODS FOR COLD-APFLIED SEALANTS: ASTM D 5244, T/FE 3 OF A
INCHES HIGH, WITH LOOPS PRESSED FROM OR WELDED TO FACE OF , DIAMETER AND DENS RED TO CONTROL. SEALANT DEFTHS

3. WEATHER LIMITATIONS FOR BITUMINOUS SETTING BED: COMPLY WITH THE SECTIONS AT TWO (2) FEET SIX (6) INCHES O.C. TO RECEIVE STAKES, AND . CLEANING: REMOVE EXCESS SROUT FROM EXPOSED UNIT PAVER SURFACES, PREVENT BOTTOM-SIDE ADHESION OF SEALANT. A

FOLLOWING REGUIREMENTS: STEEL STAKES FIFTEEN (I5) INCHES LONS FOR EACH LOOF. ’ ‘
a. APPLY ASPHALT PRIMER COAT WHEN AMBIENT TEMPERATURE |5 3. BACKER STRIPS FOR COLD-APPLIED SEALANTS: ASTM D 5244, TYPE 2, A
ABOVE 50 DES F AND WHEN TEMPERATURE HAS NOT BEEN BELOW 35 2. CAST-IN-PLACE CONCRETE JOB BUILT EDGE RESTRAINTS SHALL BE READY CLOSED CELL POLYETHYLENE; OF THICKNESS AND WIDTH REGUIRED TO
DEG F FOR TWELVE (12) HOURS IMMEDIATELY PRIOR TO APPLICATION. MIXED CONCRETE WITH 3000 PS| MINIMUM 28 DAY COMPRESSIVE STRENSTH, CONTROL SEALANT DEPTHS, PREVENT BOTTOM-SIDE ADHESION OF —
DO NOT APPLY WHEN BASE IS WET OR CONTAINS AN EXCESS OF NORMAL WEIGHT, AIR ENTRAINED, COMPLYING WITH ASTM ¢ 44. SEALANT, AND FILL REMAINDER OF JOINT OFENING UNDER SEALANT. O
OISTURE.
4. BOND-BREAKER TAPE: POLYETHYLENE TAPE OR OTHER PLASTIC TAFE AS el
. SUBGRADE AND SUBBASE FOR PAVEMENTS: . INSTALLATION GENERAL RECOMMENDED BY SEALANT MANUFACTURER FOR PREVENTING SEALANT
FROM ADHERING TO RIGID, INFLEXIBLE JOINT FILLER MATERIALS OR JOINT -

. SUBSRADE SHALL BE PREPARED TO ALLOW FOR SUBBASE; SETTING BED AND . CUT UNIT PAVERS WITH MOTOR-DRIVEN MASONRY SAW EQUIPMENT TO SURFACES AT BACK OF JOINT WHERE SUCH ADHESION WOULD RESULT IN N

UNIT PAVER THICKNESS AND SHALL BE COMPACTED TO NOT LESS THAN 45 PROVIDE CLEAN, SHARP, UNCHIPPED EDGES. CUT WNITS TO PROVIDE SEALANT FAILURE.

PERCENT MAXIMUM DRY UNIT WEIGHT AS DETERMINED IN ACCORDANCE WITH PATTERNS INDICATED AND TO FIT ADJOINING WORK NEATLY. USE FULL UNITS ()

ASTM D 648, WITHOUT CUTTING WHERE POSSIBLE. HAMMER CUTTING 19 NOT ACCEPTABLE. 5. PRIMERS: PRODUCT RECOMMENDED BY JOINT SEALANT MANUFACTURER c
WHERE REQUIRED FOR ADHESION OF SEALANT TO JOINT SUBSTRATES O

2. SUBGRADE REINFORCEMENT AND SEPARATION: WOVEN GECTEXTILE, 2. HAND TIGHT JOINTS: WHERE UNIT PAVERS ARE INDICATED WITHOUT SPACED INDICATED, A5 DETERMINED FROM PRECONSTRUCTION JOINT SEALANT- O L.
SPECIFICALLY MANUFACTURED FOR USE AS A SEPARATION SECTEXTILE, JOINTS, SET UNIT PAVERS WITH ONE-SIXTEENTH (1/16) INCH JOINTS. SUBSTRATE TESTS AND FIELD TESTS. » =
MADE FROM POLYPROPYLENE, POLYESTERS, AND/OR POLYAMIDES. | -

a. PROVIDE SUBGRADE REINFORCEMENT AND SOIL. STABILIZATION 3. TOLERANCES: DO NOT EXCEED ONE-SIXTEENTH (1/16) INCH UNIT-TO-UNIT E. PAVEMENT JOINT SEALANTS: o
FABRICS THAT MEET OR EXCEED THE LISTED MINIMUM PHYSICAL OFFSET FROM FLUSH (LIPPAGE) AND A TOLERANCE OF ONE-EIGHTH (1/8) INCH Pas @,
PROPERTIES DETERMINED ACCORDING TO ASTM D 4754. IN |0 FEET O INCHES FROM LEVEL OR SLOPE AS INDICATED, FOR FINISHED . COMPLY WITH JOINT SEALANT MANUFACTURERS PRINTED INSTALLATION
SURFACE OF PAVING. INSTRUCTIONS APPLICABLE TO FRODUCTS AND AFELICATIONS INDICATED, 3 @)
EXCEPT WHERE QUIREMENTS APP =

3. SUBBASE AGSREGATE, WHERE INDICATED, SHALL BE NATURALLY OR : (O
ARTIFICIALLY ERADED MIXTURE OF NATURAL OR CRUSHED GRAVEL, CRUSHED 4 RO DO R a2 A2 INDICATED. INSTALL EDSE RESTRAINTS PRIOR 5 ELASTOMERIC SEALANT INSTALLATION STANDARD: COMPLY WITH _8
STONE AND NATURAL OR CRUSHED SAND COMPLYINS WITH ASTM D 2440. - B S TIONG, OF ASTM G 1193 FOR, USE OF JOINT SEALANTS AS @) <

4. PROVIDE THICKNESS OF SUBBASE AS INDICATED ON THE DRANINGS, FLACE APPLICABLE TO MATERIALS, APPLICATIONS, AND CONDITIONS INDICATED. 0 8 P

BBASE IN FOUR (4) INCH MAXIMUM LIFTS TO ELEVATIO RED TO 2
5. ISOLATION AND CONTROL JOINTS: PROVIDE FOR SEALANT-FILLED JOINTS AT 3. INSTALL SEALANTS BY PROVEN TECHNIGUES THAT RESULT IN SEALANTS +J
ALLOW FOR PAYEMENT THICKNESS. SUBBASE SHALL NOT DEVIATE MORE LOCATIONS AND OF WIDTHS INDICATED. REFER TO SECTION 02764 PAVEMENT DIRECTLY CONTACTING AND FULLY WETTING JOINT SUBSTRATES, — © O
THAN ON-HALF (1/2) INCH FROM PROPOSED ELEVATIONS. COMPACT SUBBASE JOINT SEALANTS COMPLETELY FILLING RECESSES PROVIDED FOR EACH JOINT -~ .
TO NO LESS THAN 95 PERCENT MAXIMUM DRY UNIT WEIGHT AS DETERMINED : —_— S 2 S
T e WITH ot D s CONFIGURATION, AND PROVIDING UNIFORM, CROSS-SECTIONAL SHAPES =
: 6. ALL AREAS OF UNIT PAVEMENT SHALL JECEIVE COLORLESS WATER | AND DEPTHS RELATIVE T0 OINT WDTHS THAT ALLON OPTIMUM SEALANT (O g £3
REPELLANT COATING, UNLESS OTHERI ICATED. PROV OVEMENT C . INSTALL SEALANTS AT THE SAME TIME SEALANT
5. CONCRETE SUBBASE: REFER TO SECTION 03300 CAST-IN-PLACE CONCRETE. PENETRATING WATER REPELLANT COATING COMPOSED OF SILOXANE/SILANE BACKINGS ARE INSTALLED. ) o6 ©o
BLENDS AS RECOMMENDED BY MANUFACTURER FOR PAVEMENT APPLICATION. = U=
4. CLEAN OFF EXCESS SEALANTS OR SEALANT SMEARS ADJACENT TO JOINTS - c . C
. AGGREGATE SETTING BED APPLICATIONS: AS WORK PROGRESSES BY METHODS AND WITH CLEANING MATERIALS < 3 — 3
C. SETTING BED AND JOINT MATERIALS: APPROVED BY MANJFACTURERS OF JOINT SEALANTS AND OF PRODUCTS a <0
l. PLACE GRADED ASSRESATE FOR SUBBASE OVER COMPACTED SUBGRADE. IN WHICH JOINTS OCCUR.
. AGEREGATE SETTING-BED MATERIALS: PROVIDE COMPACTED THICKNESS OF SUBBASE INDICATED. COMPACT BY —
a. AGEREGATE FOR LEVELING COURSE: FINE SHARP, NON-PLASTIC TAMPING WITH VIBRATORY COMPACTOR. COMPACT BASE TO 95 PERCENT OF 5. PROTECT JOINT SEALANTS DURING AND AFTER CURING PERIOD FROM
AGEREGATE FREE FROM DELETERIOUS OR FOREIGN MATTER. THE MAXIMUM DRY DENSITY AS DETERMINED IN ACCORDANCE WITH ASTM D €98, CONTACT WITH CONTAMINATING SUBSTANCES OR FROM DAMAGE HARDSCAPE
ASERESATE SHALL BE NATURAL OR MANUFACTURED. PARTICLES SCREED TO DEPTH REQUIRED TO ALLOW FOR SETTING OF UNIT PAVERS AND RESULTING FROM CONSTRUCTION OFERATIONS. CUT OUT AND REMOVE
SHALL CONFORM TO SRADING REGUIREMENTS FOR ASTM & 33. LEVELING COURSE. DAMAGED OR DETERIORATED JOINT SEALANTS IMMEDATELY SO THAT DETAILS
INSTALLATIONS WITH REPAIRED AREAS ARE INDISTINGUISHABLE FROM
b. ASGRESATE FOR JOINTS: FINE, SHARP, WASHED, NATURAL. SAND OR 2. PLACE FINE ASSRESATE FOR LEVELING COURSE AND SCREED TO THICKNESS ORIGINAL WORK.
CRUSHED STONE WITH 100 PERCENT PASSING THE NO. 16 SIEVE AND INDICATED, TAKING CARE THAT MOISTURE CONTENT REMAINS CONSTANT AND
NO MORE THAT |0 PERCENT PASSING THE NO. 200 SIEVE. DENSITY 1S LOOSE AND CONSTANT UNTIL. PAVERS ARE SET AND COMPACTED.

5 PORTLAND CEMENT MORTAR SETTING-BED MATERIALS: 5. TREAT LEVELING COURSE WITH SOIL. STERILIZER TO PROHIBIT GROWTH OF

a.” PORTLAND CEMENT, ASTM C 150, TYFE | OR . GRASS AND WEEDS.
O e LIME: AoTM &, 20T TYFE S. 4. SET UNIT PAVERS WITH A JOINT WDTH OF ONE-SIXTEENTH (16) INCH, BEING
d. LATEX ADDITIVE: ACRYLIC RESIN WATER EMULSION SERVING AS CAREFUL NOT TO DISTURB LEVEL NG GOURSE. YERS HAVE SPAC

REPLACEMENT FOR PART OR ALL GF SASING WATER. oF e BARS, PLACE PAVERS HAND TIGHT AGAINST SPACER BARS. 03/20/08

MMENDED B FACTURER FOR USE WITH JOB-
5. VIBRATE UNIT PAVERS INTO LEVELING COURSE WITH A LOW AMPLITUDE PLATE

MIXED PORTLAND CEMENT AND ASGRESATE, AND NOT CONTAINING A VIBRATOR CAPABLE OF EXERTING A B500-5000 LBF. CENTRIFUSAL joBNO.  7/10/08
e. WATER: CLEAN, FREE OF MATERIALS DETRIMENTAL TO STRENGTH OR COMPACTION FORCE AND OFERATE AT 80 TO 40 HERTZ.

BOND OF MORTARS. pwGFiLE 08020HD1

3. GROUT MATERIALS: DRAWN BY MM
a. LATEX-PORTLAND CEMENT GROUT: ANSI All8.6, COMPOSITION AS

FOLLONS: CHECKED KL
) PACKAGED, DRY GROUT MIX COMPOSED OF PORTLAND
CEMENT, GRADED ASGREGATE, AND ETHYIL.ENE VINYL ACETATE SCALE 1"= 10,"0“
IN THE FORM OF A REEMULSIFIABLE POWDER TO WHICH ONLY =
WATER 1S ADDED AT PROJECT SITE.
b. WATER: FPORTABLE. SHEET
14 or 16

NOT RELEASED FOR CONSTRUCTION






SECTION 04860
STONE VENEER ASSEMBLIES

A. GENERAL:

|. REFERENCE TO STANDARD SPECIFICATIONS OR CODES SHALL MEAN THE
LATEST STANDARD OR CODE ADCFPTED AND PUBLISHED.

2. FIELD CONSTRUCTED MOCK- UP: BEFORE INSTALLING STONEWORK,
CONSTRUCT SAMPLE OF WALL PANEL INDICATED WITH PROPOSED
COLOR RANGE, TEXTURE, AND WORKMANSHIP TO BE EXPECTED IN
COMPLETED WORK. BUILD MOCK- UP USING MATERIALS, JOINTS, AND
FDGES AS INDICATED FOR FINAL UNIT OF WORK.

S. SUBMIT, FOR INFORMATION ONLY, SPECIFICATIONS AND OTHER
PRODUCT DATA FOR EACH TYPE OF STONE, STONE ACCESSORY AND
OTHER MANUFACTURED PRODUCT SPECIFIED. INCLUDE INSTRUCTIONS
FOR HANDLING, STORGE, AND INSTALLATION AND PROTECTION OF
EACH TYFE.

4. SUBMITTALS: TEST REPORTS INDICATING COMPRESSIVE STRENSTH
COMPLIANCE OF GROUT MIXES WITH REQUIREMENTS OF ATM ¢ 476.

5. SUBMITTALS: SAMPLES FOR VERIFICATION FOR EACH MORTAR COLOR
AND EACH DIFFERENT EXPOSED STONE VENEER REGQUIRED SHOWING
FULL SIZE, FULL RANGE OF COLORS, FINISH AND DIMENSIONS TO BE
EXPECTED IN COMPLETED WORK. LABEL SAMFLES TO INDICATE TYPE
AND COLOR.

6. THE DRANINGS INDICATE DESIGN INTENT ONLY. THEY DO NOT
REFLECT AND/OR DERICT STRUCTURAL DESIGN OF UNIT MASONRY.
THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE STRUCTURAL
DESIEGN OF THE STRUCTURES INDICATED ON THE DRAWINGS SO THEY
MEET REFERENCE STANDARDS AND THE BUILDING CODES HAVING

JURISDICTION.

T. VERIFY ALL EXISTING CONDITIONS, DIMENSIONS AND ELEVATIONS
PRIOR TO COMMENCING WORK. NOTIFY LANDSCAFPE ARCHITECT OF
ANY DISCREPANCY.

&. NOTIFY THE LANDSCAFPE ARCHITECT IN WRITING OF CONDITIONS
ENCOUNTERED IN THE FIELD CONTRADICTORY TO THOSE SHOWN ON
THE DRANWINGS.

4. CONTRACTOR SHALL VERIFY CONDITIONS AND/OR ADEQUACY OF ALL
SUBERADES, FILLS AND BACKFILS BEFORE PLACEMENT OF
PERMANENT UNIT STONE MATERIALS.

1O, STORE CEMENTITIOUS MATERIALS AND MASONRY UNITS ON ELEVATED
PLATFORMS, UNDER COVER, AND IN A DRY LOCATION. DO NOT USE
CEMENTITIOUS MATERIALS AND MASONRY UNITS THAT HAVE BECOME
DAMP, STORE MASONRY ACCESSORIES TO PREVENT CORROSION
DETERIORATION AND DAMAGE.

. COLD NEATHER REQUIREMENTS: DO NOT USE FROZEN MATERIALS OR
MATERIALS MIXED OR COATED WITH ICE OR FROST, DO NOT USE SALT
TO THAW ICE IN ANCHOR HOLES OR SLOTS. DO NOT LOWER THE
FREEZING POINT OF MORTAR BY USE OF ADMIXTURES OR ANTI-FREEZE
AGENTS, DO NOT USE CALCIUM CHLORIDE IN MORTAR OR GROUT. DO
NOT BUILD ON FROZEN SUBGRADE OR SETTING BEDS. REMOVE AND
REPLACE STONEWORK DAMAGED BY FROST OR FREEZING
CONDTIONS.

12. HOT NEATHER REQUIREMENTS: PROTECT STONE MASONRY VENEER
WORK WHEN TEMPERATURE AND HUMIDITY CONDITIONS PRODUCE
EXCESSIVE EVAFPORATION OF WATER FROM MORTAR. PROVIDE
ARTIFICIAL SHADE AND WIND BREAKS AND USE COOLED MATERIALS
AS REGQUIRED. DO NOT APPLY MORTAR TO SUBSTRATES WITH
TEMPERATURES OF 100 DEG F (28 DEG C) AND ABOVE.

. MASONRY MATERIALS

|. PROVIDE MORTAR, GROUT, AND STONE OF THE TYPE, TEXTURE, FINISH,
SIZE, AND COLOR, INDICATED ON THE DRAWINGS AND SCHEDULES.
PROVIDE SPECIAL SHAFES INDICATED, AND FOR CORNERS, JOINTS,
AND OTHER SPECIAL CONDITIONS.

2. PORTLAND CEMENT: ASTM C 150, TYFPE |. PROVIDE NATURAL COLOR
OR WHITE CEMENT AS REQUIRED TO FPRODUCE MORTAR COLOR
INDICATED.

3. MASONRY CEMENT: ASTM C 49i, TYPE S, GRAY.

4, HYDRATED LIME: ASTM C 207, TYPE S.

u

PORTLAND CEMENT- LIME MIX: PACKAGED BLEND OF PORTLAND
CEMENT, COMPLYING WITH ASTM € 150, TYPE | AND HYDRATED LIME
COMPLYING WITH ASTM € 207,

ACCREGATES FOR MORTAR: ASTM C (44,

ACGREGATES FOR GROUT: ASTM C 404.

READY MIXED MORTAR: ASTM C |i42.

20 24 6

LATEX ADDITIVE (WATER EMULSION), SERVING AS REPLACEMENT FOR
PART OF OR ALL SAUGING WATER OF TYPE SPECIFICALLY
RECOMMENDED BY LATEX ADDITIVE MANUFACTURER FOR USE WITH
JOB-MIXED PORTLAND CEMENT AND AGGRECATE AND NOT
CONTAING A RETARDER.

20.

21

22.

STONE VENEER TYPES: MATCH LANDSCAPE ARCHITECT'S SAMPLES
FOR YARIETY, COLOR, FINISH, AND OTHER STONE CHARACTERISTICS
RELATING TO AESTHETIC EFFECTS.

GRANITE BUILDING STONE STANDARD: ASTM C 615,

STONE FABRICATION: FABRICATE STONE IN SIZES AND SHAPES
REQUIRED TO COMPFLY WITH REQUIREMENTS INDICATED, INCLUDING
DETAILS ON DRANINGS.

THICKNESS OF STONE MASONRY VENEER: PROVIDE THICKNESS
INDICATED, BUT NOT LESS THAN 4 INCHES PLUS OR MINUS /2 INCH.

. DRESS JOINTS (BED AND VERTICAL) STRAIGHT AND AT RIGHT ANGLE TO

FACE, UNLESS OTHERWISE INDICATED.

. SHAPE STONE FOR TYPE OF MASONRY (PATTERN) INDICATED ON

DRANINGS AND SCHEDULES,

FINISH EXPOSED FACES AND EDGES OF STONE TO COMPLY WITH
REQUIREMENTS INDICATED FOR FINISH AND TO MATCH AFFROVED
SAMPLES AND MOCK-UFPS,

. MORTAR FOR STONE MASONRY VENEER SHALL COMPLY WITH ASTM €

270, PROPORTION SPECIFICATION, FOR JOB MIXED MORTAR; AND ASTM
C 1142 FOR READY MIXED MORTAR, OF TYPES INDICATED BELOW:
a. LIMIT CEMENTITIOUS MATERIALS IN MORTAR TC PORTLAND
CEMENT AND LIME.
p. SET QUARTZITIC SANDSTONE WITH TYPE S MORTAR.
¢. SET GRANITE WITH TYPE S5 MORTAR.
d. SET MINNESOTA LIMESTONE WITH TYPE N MORTAR.

. POINTING MORTAR: FROVIDE POINTING MORTAR MIXED TO MATCH

LANDSCAPE ARCHITECT'S SAMPLE AND COMPLYING WITH
REQUIREMENTS INDICATED ABOVE FOR SETTING MORTAR.

SROUT FOR STONE MASONRY SHALL COMPLY WITH AST™M ¢ 416 WITH
2500 PS| MINIMUM THENTY-EIGHT (28) DAY COMPRESSIVE STRENGTH,
UNLESS NOTED OTHERWISE.

REINFORCEMENT BARS: ASTM A 615, GRADE &60.

CORRUSATED METAL TIES: PROVIDE TIES OF METAL INDICATED, NOT
LESS THAN ©.0249 INCH THICK BY 7 INCHES LONG.

a. GALYANIZED CARBON STEEL SHEET: ASTM A 366, COLD ROLLED,
CARBON STEEL SHEET HOT DIP GALVANIZED AFTER
FABRICATION TO COMPLY WITH ASTM A 53, CLASS B-2 R B-3,
AS APPLICABLE.

b, POST-INSTALLED FASTENERS FOR CONCRETE AND MASONRY
METAL TIES: TORGUE- CONTROLLED EXPANSION ANCHORS,
MADE FROM STAINLESS-STEEL COMPONENTS COMPLYING WITH
ASTM F 593 AND ASTM F 544, ALLOY GROUP | OR 2 FOR BOLTS
AND NUTS; ASTM A 666, TYFE 304 FOR ANCHCORS,

23. ROUND PLASTIC DRAIN PIPE: PVC PIPE, SCHEDULE 40 OF SIZE

INDICATED ON DRANINEGS,

C. SETTING AND ANCHORING STONE MASONRY VENEER,
. MIX MORTAR IN CLEAN, PONER-DRIVEN, DRUM TYPE MIXERS. OFPERATE

MIXER THREE TO FIVE (3-5) MINUTES AFTER ADDITION OF ALL
MATERIALS.

MIX GROUT IN ACCORDANCE WITH ASTM C 44,

3. ADDITION OF ANTI-FREEXE INGREDIENTS, WILL NOT BE PERMITTED.

THICKNESS: BUILD CAVITY AND COMPOSITE WALLS AND OTHER STONE
MASONRY CONSTRUCTION TO THE FULL THICKNESS SHOWN.

SELECT AND ARRANCE UNITS FOR EXPOSED STONE MASONRY VENEER
TO PRODUCE A UNIFORM BLEND OF COLORS AND TEXTURES.

ARRANGE STONES FOR GOOD FIT, IN PATTERN INDICATED, WITH JOINT
WIDTHS WITHIN TOLERANCES INDICATED. ARRANGE STONES FOR
UNIFORMITY OF APFPEARANCE, WiITH COLOR AND SIZE VARIATIONS
UNIFORMLY DISPERSED FOR AND EVENLY BLENDED APPEARANCE.

MAINTAIN UNIFORM JOINT WIDTHS, EXCEPT FOR VARIATIONS DUE TO
STONE SIZE VARIATIONS AND MINOR VARIATION REQUIRED TO
MAINTAIN BOND ALIGNMENT, IF ANY. LAY WALLS WITH JOINT WIDTH OF
3/& TO 5/& INCH.

&. PROVIDE EXPANSION, CONTROL, AND PRESSURE-RELIEVING JOINTS OF

WIDTHS AND LOCATIONS INDICATED.
a. DO NOT FILL EXPANSION JOINTS HWITH MORTAR.
b. INSTALL CONTINUOUS STRIPS OF PREFORMED JOINT FILLER IN
EXPANSION JOINTS TO ALLOW FOR INSTALLATION OF SEALANT.

4. LAY STONE MASONRY VENEER WIiTH FULL MORTAR COVERAGE ON
HORIZONTAL AND VERTICAL FACE.

1O. ALL STONE SHALL BE LAID IN HORIZONTAL FASHION. JOINTS SHALL BE
VERTICAL AND HORIZONTAL.. VERTICAL JOINTS SHALL EXTEND NO
MORE THAN TO (2) STONES HIGH, HORIZONTAL JOINTS SHALL
EXTEND NO MORE THAN THREE (3) STONES IN LENGTH. SET STONES
ON THEIR WIDESET BED.

Il DRY-STACK WALLS: ‘FACE" SHALL BE "STACKED" WITH NO MORTAR VISIBLE.
MINIMUM TINO (2} INCH REVEAL BETWEEN WALL FACE AND MORTAR (THO (2)
INCH RAKE). RAKE JOINTS NOT NECESSARY BELOW FINISHED GRADE.

12. ALL WALLS SHALL HAVE A STONE CAP. JOINTS ON THE TOP OF THE
WALL SHALL BE FLUSH WITH THE STONE AS TO PREVENT PONDING OF
WATER ON THE WALL.

I3. FORM TOPS OF WALLS TRUE TO LINE WITH CUBIC SHAPED STONES. NO
SMALL STONES OR MORTAR WILL BE ALLOWED TO BRING WALL TOPS
TO PROPER LINE,

4. ANCHOR STONE MASONRY VENEER TO CONCRETE WITH METAL TIES
FASTENED TO CONCRETE WITH STAINLESS STEEL POST-INSTALLED
EXPANSION ANCHORES TO COMPLY WITH THE FOLLOWING:

a. EMBED TIES IN MORTAR JOINT TO WITHIN | INCH (25 MM) OF
FACE.

b. SPACE TIES AS INDICATED, BUT NOT MORE THAN SIXTEEN INCHES OC.

VERTICALLY AND EIGHTEEN INCHES HORIZONTALLY. INSTALL
ADDITIONAL TIES WITHIN TWELVE INCHES OF OPENINGS AND AT
INTERVALS AROUND PERIMETER NOT EXCEED 12 INCHES.

¢. POST- INSTALLED ANCHORS IN CONCRETE: CAPABLILTY TO
SUSTAIN, WITHOUT FAILURE, A LOAD EQUAL TO FOUR (4) TIMES
THE LOAD IMPOSED.

15. ANCHOR STONE MASONRY VENEER TO UNIT MASONRY WITH METAL
TIES EMBEDDED IN HORIZONTAL MORTAR JOINTS OF UNIT MASONRY TO
COMPLY WITH THE FOLLOWING:

a. EMBED TIES IN VENEER MORTAR TO WITHIN | INCH OF
FACE,

b. EMBED CORRUGATED METAL TIES IN UNIT MASONRY MORTAR
JOINTS FOR DISTANCE AT LEAST ONE-HALF (1/2) OF VENEER
THICKNESS.

6. SET STONE IN FULL BED OF MORTAR WITH FULL HEAD JOINTS, UNLESS
OTHERNWISE INDICATED. BUILD ANCHORS AND TIES INTO MORTAR
JOINTS AS STONE IS SET.

I7. INSTALL CONTROL AND EXPANSION JOINTS IN STONE MASONRY
VENEER WHERE INDICATED. BUILD-IN RELATED ITEMS AS MASONRY
FPROERESSES. DO NOT FORM A CONTINUOUS SPAN THROUGH
MOVEMENT JOINTS.

I&. REMOVE AND REPLACE STONE MASONRY VENEER THAT ARE LOOSE,
CHIPPED, BROKEN, STAINED OR OTHERWISE DAMAGED OR IF UNITS DO
NOT MATCH ADJOINING UNITS. INSTALL NEW VENEER TO MATCH
ADJOINING VENEER,; INSTALL IN FRESH MORTAR, POINTED TO
ELIMINATE EVIDENCE OF REPLACEMENT.

9. IN-PROGRESS CLEANING: CLEAN STONE MASCONRY VENEER AS WORK
PROGRESSES BY DRY BRUSHING TO REMOVE MORTAR FINS AND
SMEARS BEFORE TOOLING JOINTS.

20. FINAL CLEANING: AFTER MORTAR IS THOROUGHLY SET AND CURED,
CLEAN STONE MASONRY VENEER AS FOLLOWS:
a. CLEAN BRICK BY THE BUCKET-AND-BRUSH HAND CLEANING
METHOD DESCRIBED IN BIA TECHNICAL NOTES NO. 20, USING
JOB-MIXED DETERGENT SOLUTION.
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SECTION 06|00
NOOD CONSTRUCTION:

A. GENERAL:

|. REFERENCE TO STANDARD SPECIFICATIONS OR CODES SHALL MEAN THE
LATEST STANDARD OR CODE ADOFTED AND FPUBLISHED.

2. ALL. CONSTRUCTION SHALL CONFORM TO THE STANDARD BUILDING CODE
(sBC).

3. INSPECTION AGENCIES: INSFECTION AGENCIES AND THE ABBREVIATIONS
USED TO REFERENCE THEM WITH LUMBER SRADES AND SPECIES INCLUDE
THE FOLLOWING:

a. SOUTHERN PINE INSPECTION BUREAU (SPIB): STANDARD RULES FOR
SOUTHERN FPINE LUMBER,

b. WEST COAST LUMBER INSPECTION BUREAU (WCLIB): STANDARD
GRADING RULES FOR WEST COAST LUMBER, NO. IT.

c. WESTERN WOOD PRODUCTS ASSOCIATION (WAPA): WESTERN LUMBER
GRADING RULES.

4. GRADE STAMPS: PROVIDE LUMBER WITH EACH PIECE FACTORY-MARKED WITH
GRADING RULE REQUIREMENTS AND IDENTIFYING GRADING AGENCY, GRADE,
SPECIES, MOISTURE CONTENT AT TIME OF SURFACING, AND MILL,

5. SUBMITTALS: PRODUCT DATA FOR EACH TYFPE OF PROCESS AND FACTORY -
FABRICATED FRODUCT, FOR INFORMATION ONLY. INDICATE COMFPONENT
MATERIALS AND DIMENSIONS AND INCLUDE CONSTRUCTION AND APPLICATION
DETAILS.

a. INCLUDE DATA FOR WOOD-FPRESERVATION TREATMENT FROM
CHEMICAL TREATMENT MANUFACTURER AND CERTIFICATION BY
TREATING PLANT THAT TREATED MATERIALS COMPLY WITH
REGUIREMENTS. INDICATE TYPE OF PRESERVATIVE USED, NET
AMOUNT OF PRESERVATIVE RETAINED, AND CHEMICAL TREATMENT
MANUFACTURER'S ARITTEN INSTRUCTIONS FOR HANDLING, STORING,
INSTALLING, AND FINISHING TREATED MATERIAL.

k. FOR PRODUCTS RECEIVING A WATERBORNE TREATMENT, INCLUDE
STATEMENT THAT MOISTURE CONTENT OF TREATED MATERIALS WAS
REDUCED TO LEVELS SPECIFIED BEFORE SHIPMENT TO PROJECT SITE.

¢. INCLUDE COPIES OF WARRANTIES FROM CHEMICAL TREATMENT
MANUFACTURERS FOR EACH TYPE OF TREATMENT.

d. SUBMIT SHOP DRANINGS STAMPED BY A STRUCTURAL ENGINEER
LICENSED TO PRACTICE IN JURISDICTION OF PROJECT SITE, SHONWING
FULL DIMENSIONS OF EACH MEMBEER INCLUDING LARGE SCALE DETAILS
OF CONNECTORS, CONNECTIONS, AND OTHER ACCESSORIES. o
INDICATE SPECIES, ADHESIVE TYPE, LAMINATING COMBINATIONS,
LOADING, ASSUMED DESIGN VALUES AND STRUCTURAL CALCULATIONS.

6. VERIFY ALL EXISTING CONDITIONS, DIMENSIONS AND ELEVATIONS PRICR TO
COMMENCING NORK. NOTIFY LANDSCAFPE ARCHITECT OF ANY DISCREPANCY.

T. NOTIFY THE LANDSCAFE ARCHITECT IN WRITING OF CONDITIONS
ENCCOUNTERED IN THE FIELD CONTRADICTORY TO THOSE SHOWN ON THE
DRANINGS.

&. THE DRANWINGS INDICATE DESIGN INTENT ONLY. THEY DO NOT REFLECT
AND/OR DERICT STRUCTURAL DESIGN. THE CONTRACTOR |5 RESPONSIBLE
FOR THE STRUCTURAL DESIGN OF THE STRUCTURES INDICATED ON THE
DRANINGS SO THEY MEET THE REFERENCED STANDARDS AND THE BUILDING
CODES HAVING JURISDICTION.

4. PERFORMANCE REQUIREMENTS: STRUCTURAL PERFORMANCE OF
STRUCTURAL SLUED LAMINATED UNITS SHALL BE THE MANUFACTURERS
RESPONSIBILITY. ENGINEER, FABRICATE, AND INSTALL STRUCTURAL GLULAM
TIMBERS TO WITHSTAND STRUCTURAL LOADS SHOWN ON DRANWINGS
WITHOUT EXCEEDING THE ALLOWABLE DESIGN WORKING STRESSES
ACCORDING TO AMERICAN INSTITUTE OF TIMBER CONSTRUCTION (AITC) 11T -
"DESIGN".

B. WOOD PRODUCTS:

l. LUMBER: COMPLY WITH REQUIREMENTS OF DOC PSS 20-10  "AMERICAN
SOFTHOOD LUMBER STANDARD" AND WITH APPLICABLE RULES OF LUMBER
SRADING AGENCIES BY AMERICAN LUMBER STANDARDS COMMITTEE (AL.SC)
BOARD OF REVIEW.

a. FACTORY MARK EACH PIECE OF LUMBER WITH GRADE STAMP OF
SRADING AGENCY.

b. FOR EXPOSED LUMBER INDICATED TO RECEIVE A STAIN OR NATURAL
FINISH, MARK GRADE STAMP ON END OR BACK OF EACH PIECE.

c. WHERE NOMINAL SIZES ARE INDICATED, PROVIDE ACTUAL SIZES
REGUIRED BY DOC PS 20, FOR MOISTURE CONTENT SPECIFIED. WHERE
ACTUAL SIZES ARE INDICATED, THEY ARE MINIMUM DRESSED SIZES
FOR DRY LUMBER.

d. PROVIDE DRESSED LUMBER, 545, UNLESS OTHERNISE INDICATED.

e. PROVIDE DRY LUMBER WITH (94 PERCENT MAXIMUM MOISTURE
CONTENT AT TIME OF DRESSING FOR 2 INCH NOMINAL THICKNESS OR
LESS, UNLESS OTHERWISE INDICATED.

2. PIMENSION LUMBER: PROVIDE DIMENSION LUMBER OF SRADES INDICATED
ACCORDING TO THE AMERICAN LUMBER STANDARDS COMMITTEE NATIONAL
ERADING RULE PROVISIONS OF THE GRADING AGENCY INDICATED.

a. EXPOSED EXTERIOR FRAMING AND BOARDS: PROVIDE WESTERN RED
CEDAR; WAPA, A GRADE MATERIAL HAND-SELECTED FOR UNIFORMITY
OF APPEARANCE AND FREE FROM CHARACTERISTICS THAT WOULD
IMPAIR FINISH APFEARANCE.

b. LUMBER TRIM: PROVIDE FINISHED WESTERN RED CEDAR, WAPA OR
NCLIB, A GRADE, SURFACED (SMOCTH) TEXTURE, SOLID LUMBER
STOCK.

C. NOOD FPRESERVATIVE -~ TREATED MATERIALS:

|. PRESERVATIVE TREATMENT BY PRESSURE PROCESS: AWPA €2 (LUMBER),
EXCEPT THAT LUMBER THAT IS NOT iN CONTACT WITH THE GROUND AND |S
CONTINUCUSLY PROTECTED FROM LIGUID WATER MAY BE TREATED
ACCORDING TO ANPA C31 WITH INCRSANIC BORON (58X).

d. ALTERNATIVE FRESERVATIVE CHEMICALS: ACCEPTABLE TO
AUTHORITIES HAVING JURISDICTION AND THE FOLLOWING:

1). AMMONIACAL COFFER CITRATE (CC).

b. FOR EXPOSED |TEMS INDICATED TO RECEIVE A STAINED OR NATURAL
FINISH, USE CHEMICAL FORMULATIONS THAT DO NOT REQUIRED
INCISING, CONTAIN COLORANTS, BLEED THROUGH OR OTHERWISE
ADVERSELY AFFECT FINISHES.

2. KILN-DRY MATERIAL AFTER TREATMENT TO A MAXIMUM MOISTURE CONTENT
OF |9 PERCENT FOR LUMBER. DO NOT USE MATERIAL THAT 15 WARFED OR
DOES NOT COMPLY WITH REQUIREMENTS FOR UNTREATED MATERIAL.

3. MARK EACH TREATED ITEM WITH THE TREATMENT QUALITY MARK OF AN
INSPECTION AGENCY APFPROVED BY THE AMERICAN LUMBER STANDARDS
COMMITTEE BOARD OF REVIEW.

a. FOR EXPOSED LUMBER INDICATED TO RECEIVE A STAINED OR
NATURAL FINISH, MARK END OR BACK OF EACH PIECE.

D. FASTENERS AND ANCHORAGES:

. PROVIDE NAILS, SCRENS, AND OTHER ANCHORING DEVICES OF THE TYPE,
SIZE, MATERIAL AND FINISH REQUIRED FOR APPLICATION INDICATED TO
FROVIDE SECURE ATTACHMENT.,

2. PROVIDE FASTENERS INCLUDING BOLTS AND WELDED STEEL ASSEMBLIES
WITH A HOT-DIFFED ZINC COATING PER ASTM A {53 FOR CARPENTRY
EXPOSED TO WEATHER, IN GROUND CONTACT, OR IN AREAS WITH HiGH
RELATIVE HUMIDITY.

3. PROVIDE METAL FRAMING ANCHORS OF HOT-DIP, ZINC-COATED STEEL SHEET
COMPLYING WITH ASTM A 653, & 60 COATING DESIGNATION,

4. FABRICATE FROM STRUCTURAL STEEL. SHAPES, PLATES AND BARS
COMPLYING WITH ASTM A 36 AND FABRICATE INTO ASSEMBLIES OF TYFPES AND
SIZES INDICATED. PROVIDE BOLTS COMPLYING WITH ASTM A 307, GRADE A,
NUTS COMPLYING WITH ASTM A 5063 AND FLAT WASHERS AS REQUIRED FOR
INSTALLATION. HOT-DIP SALVANIZE EACH ASSEMBLY AND FASTENER AFTER
FAERICATION TO COMPLY WITH ASTM A 153,

. INSTALLATION AND FABRICATION:

l. SET CARPENTRY TO REGUIRED LEVELS AND LINES, WiTH MEMBERS PLUMB
AND TRUE TO LINE, CUT AND FITTED. FIT CARPENTRY TO OTHER
CONSTRUCTION; SCRIBE AND COPE AS NEEDED FOR ACCURATE FIT. LOCATE
NAILERS, BLOCKING, GROUNDS, AND SIMILAR SUPPORTS TO COMPLY WITH
REQUIREMENTS FOR ATTACHING OTHER CONSTRUCTION.

2. SECURELY ATTACH CARFPENTRY NWORK AS INDICATED AND ACCORDING TO
AFPLICABLE CODES AND RECOGNIZED STANDARDS.,

3. USE FASTENERS OF AFFROPRIATE TYPE AND LEN&TH. PREDRILL MEMBERS
WHEN NECESSARY TO AVOID SPLITTING WOOD.

4. COMPLY WITH ANSI/AITC A 190.] IN PROVIDING GLUCOMINATED UNITS INDICATED;
WHERE DIMENSIONS ARE NOT COMPLETELY DOCUMENTED, PROVIDE
MANUFACTURER'S STANDARD SIZES AND SHAPES REQUIRED TO FULFILL
INDICATED PERFORMANCES.

GENERAL LAYOUT NOTES:

DO NOT SCALE THESE DRANINGS.

UTILITY WORK IS NOT INDICATED ON THIS DRANING. REFER TO CIVIL DRAWINGS FOR
HORK RELATED TO UTILITIES.

ALL CURVES TO BE TRUE RADI WITHOUT STRAIGHT SEGMENTS.
ALL ANGLES ARE 90 DEGREES UNLESS OTHERWISE NOTED.

DIMENSIONS ARE FROM BACK OF CURB, TO FACE OF WALL, TO OUTSIDE EDGE OF
FAYEMENTS; FROM COLUMN CENTERLINES TO HARDSCAPFE CENTERLINES, TO CENTERLINE
OF PAVEMENTS, TO OUTSIDE EDSE OF PAVEMENTS, TO CENTERLINES OF STAIRS; FROM
EDGE OF PAVEMENT TO FACE OF NALL.

CHANGES IN LAYOUT MAY BE MADE AT THIS TIME TO ACCOMMODATE DESIGN INTENT OR
;Ioﬁéﬂmﬁrg%gghls NO ADDITIONAL PAYMENT KWILL BE MADE TO THE CONTRACTOR

THE CONTRACTOR SHALL VERIFY ALL EXISTING CONDITIONS, DIMENSIONS AND
ELEVATIONS PRIOR TO CONSTRUCTION.

NOTIFY THE OANER OR LANDSCAFE ARCHITECT IN WRITING OF CONDITIONS
ENCOUNTERED IN THE FIELD CONTRADICTORY TO THOSE SHOWN ON THE

DRANWINGS.

ALL WALLS, COLUMNS, SIDEHWALKS, PATHWAYS, FENCES, AND STAIRWAYS SHALL BE
COMPLETELY LAID OUT AND STAKED WITH VISIBLE MARKERS. THE STAKES SHALL BE
APFROVED IN THE FIELD BY LANDSCAPE ARCHITECT PRIOR TO CONSTRUCTION. THE
CONTRACTOR SHALL NOTIFY THE LANDSCAFPE ARCHITECT 48 HOURS PRIOR TO SITE VISIT.

BENCH AND LITTER RECEPTACLE LAYOUT SHOWN 1S AFFROXIMATE. LAYOUT TO BE
APFROVED IN THE FIELD BY LANDSCAFE ARCHITECT.

6 Executive Park Drive
Suite 300

Atlanta, GA 30329
www.hgor.com
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1S5 2-3" HIGHER THAN FINISHED GRADE. TRENCH EDSE (TvP)

3. BACKFILL W/ SOIL MIX & "WATER IN".,
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EDSE ¢ ADD SFECIFIED MULCH.

5. STAKE ¢ SUY SECURELY.

PLANTING SOIL MIX
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SENERAL, NOTES:

l. SEE SPECIFICATIONS FOR DRAINAGE TEST REQUIREMENTS PRIOR TO PLANTING. SEC. 02400.
2. DONOT ALLOW AIR POCKETS TO FORM WHEN BACKFILLING,

3. IMMEDIATELY SOAK WITH NATER,

4. DO NOT BREAK ROOTBALL..
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ELANTING PROCEDURE

I. LAY OUT BED AND QUTLINE WITH TRENCH EDGE. PLACE SOIL FROM
EDSE WITHIN BED.

2. ROTOTILL BED TO 12" DEFTH. SPREAD 4" MIN. LAYER OF PLANTING
SOIL MIX OVER BED. ROTOTILL SOIL MiX INTO TOP OF BED.
3. INSTALL PLANTS ¢ MULCH. WATER THOROUSGHLY.

[ & \SHRUB PLANTING
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ELANTING PROCEDURE

l. EXCAYATE ROOTBALL PIT.
2. ADD EXCAVATED SOIL ¢ TAMP,

SET TREE: SUCH THAT TOP OF ROOTBALL PLANTING SOIL. MIX (AS SPECIFIED)
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|. SEE SPECIFICATIONS FOR DRAINASE TEST REGUIREMENTS FRICR TO FLANTING. SEC. 02400,
2. DO NOT ALLOW AIR POCKETS TO FORM WHEN BACKFILLING,

3. IMMEDIATELY SOAK WITH WATER.
4. DO NOT EREAK ROOTBALL.
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. LAY OUT BED AND OUTLINE WITH TRENCH PERCOLATION ¢ FOSITIVE
EDSE. PLACE SOIL FROM EDSE WITHIN BED. DRAINASE,
1] 1]
ROTOTILL. BED TO 12" DEPTH. SPREAD 3" MIN, UNDISTURBED SUBGRADE

LATYER OF FLANTING SOIL MIX OVER BED.
2. ROTOTILL SOIL MIX INTO TOP OF BED,
INSTALL PLANTS §& MULCH. WATER THOROUSHLY.
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2 Acer pdmatum v. dissectum Ereen Cutleaf Jopanese Magle HE 1303e' 3036 BeB/cont. Dense, dome-shaped head; well branched throvghout I—AN DS CAPE
5 llex x 'Nellie R. Stevers' Nellie R, Stevens Holly 335 | & 4-5° BB Full to ground; derse toliage; straioht, tightly cruned Py ramicial form D ETAILS
2 Camellia Japornica 'Professor Sargent! Professor Sargent Camellia 1224 | 12-15 3 gl Dense form; good color; well rooted inpot
25 | Cerhalotaxus harringtonia 'Duke Sardens | Duke Sardens Plum Yew 2430 |1243C 3 24l Dense form; good color; well rooted in pot
5 Gardenia cemincides 'Auaust Beauty' Avgust Beauty Sardenia 124 | 124 3 aal Dernse form; good color; well rooted inpot
45 Hydrarcea macrophylia Nikke Blve' Nikkeo Blve Hydrangea 512" 15-15" 3 gal Dense branching; well rooted ingot; self supporting stems
5CQ _|ltex corrvta Neediepoint Needlepoint Holly 2124 1 1518 3 ool Dense form; acod color; well rooted inpot
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ENERAL PLANTING NOTES:
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THE LANDSCAPE CONTRACTOR iS5 RESPONSIBLE FOR VERIFYING ALl MATERIAL
QUANTITIES SHOWN ON THESE DRAWINGS BEFORE PRICING THE WNORK.

PROVIDE PLANT MATERIALS TRUE TO SPECIES AND VARIETY COMPLYING WITH
RECOMMENDATIONS OF "AMERICAN STANDARD FOR NURSERY STOCK" BY THE
AMERICAN ASSOCIATION OF NURSERY MEN.

THE LANDSCAFE CONTRACTOR SHALL COMPLETELY WARRANTY ALL PLANT
MATERIAL FOR A PERIOD OF ONE () YEAR BESINNING AT THE DATE OF
SUBSTANTIAL COMPLETION. THE LANDSCAPE CONTRACTOR SHALL PROMPTLY
MAKE ALL REPLACEMENTS BEFORE OR AT THE END OF THE WARRANTY PERICD
(AS DIRECTED BY THE ONNER).

ANY PLANT MATERIAL WHICH DIES, TURNS BROWN OR DEFOLIATES (PRIOR TO

DATE OF SUBSTANTIAL COMPLETION OF THE WORK) SHALL BE PROMPTLY
REMOVED FROM THE SITE AND REPLACED WITH MATERIAL OF THE SAME SPECIES,
QUANTITY, SIZE AND MEETING ALL THE PLANT LIST SFECIFICATIONS.

LOCATE AND VERIFY ALL UTILITY LOCATIONS AND EXISTING STRUCTURES IN AND
ARCUND THE SITE PRIOR TO WORK. MAINTAIN EXISTING UTILITIES AND STRUCTURES
AND PROTECT ASAINST DAMAGE DURING THE WORK.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR ANY DAMAGES TO EXISTING
UTILITIES, STRUCTURES, PAVING AND/OR WORK OF OTHER TRADES RESULTING
FROM LANDSCAPE CONSTRUCTION.

ALL PLANTS MUST BE HEALTHY, VISOROUS MATERIAL, FREE OF DISEASES, INSECTS,
ESSS, LARVAE, AND DEFECTS SUCH AS KNOTS, SUN-SCALD, INURIES, ABRASIONS
AND/OR DISFIGUREMENT.

MATER AND WATER TRANSPORTATION S THE SOLE RESFPONSIBILITY OF THE
CONTRACTOR.

ALL PLANTS ARE SUBJECT TO THE APPROVAL OF THE LANDSCAFE ARCHITECT
AND THE OWNER BEFORE , DURING AND UNTIL DATE OF SUBSTANTIAL COMPLETION
OF THE RORK.

. ALL PLANTS MUST BE CONTAINER-SRONN (CONT) OR BALLED AND BURLAPFPED (B

¢ B) AS INDICATED IN THE PLANT LIST
ALL TREES MUST BE STRAIGHT TRUNKED, FULL HEADED AND MEET ALL
REQUIREMENTS SPECIFIED.

AFTER BEING DUG AT THE NURSERY SOURCE, ALL TREES IN LEAF SHALL BE
ACCLIMATED FOR THO (2) WEEKS UNDER A MIST SYSTEM PRIOR TO INSTALLATION.

. THE LANDSCAPE ARCHITECT WILL APPROVE THE STAKED LOCATION OF ALL

PLANT MATERIAL PRIOR TO INSTALLATION.

ALL PLANTS AND PLANTING AREAS MUST BE COMPLETELY MULCHED AS
SPECIFIED.

ALL TREES MUST BE GUYED OR STAKED AS SHOWN IN THE DRANINGS.

THE LANDSCAPE CONTRACTOR. 19 RESPONSIBLE FOR FULLY MAINTAINING ALL
PLANTING (INCLUDING, BUT NOT LIMITED TO: WATERING, SPRAYING, MULCHING,
FERTILIZING, MOWING, ETC) OF PLANTING AREAS AND LAWNS UNTIL DATE OF
SUBSTANTIAL COMPLETION,

FOR TREE PLANTING REFER TO DETAILS

FOR TREE ON SLOFPE PLANTING REFER TO DETAILS

2
FOR EVERGREEN TREE PLANTING REFER TO DETAILS
\.5-2/

FOR PINES ON SLOPE PLANTING REFER TO DETAILS

FOR FLONERING TREE PLANTING REFER TO DETAILS @

FOR HEDGE PLANTING REFER TO DETAILS @ @

FOR SHRUB BED PLANTING REFER TO DETAILS

CAYAR

FOR GROUND COVER BED PLANTING REFER TO DETAILS @ @

FOR ANNUAL COLOR OR PERENNIAL BED PLANTING REFER TO DETAILS @ @ @
FOR FREE STANDING PLANTER INSTALLATION REFER TO DETAILS @

FILE NAMELAPLO4B

PLANTING SOIL MIX NOTES:

L. THE LANDSCAPE CONTRACTOR SHALL FURNISH TOPSOIL; TOPSOIL MUST BE APPROVED BY THE

LANDSCAPE ARCHITECT. REFER TO SPECIFICATION SECTION 024900 FOR TOPSOIL. REQUIREMENTS.

2. THE LANDSCAPE CONTRACTOR SHALL SUPPLY ALL PLANTING SOIL MIX.

3. THE PLANTING SOIL MIX MUST AFPROVED BY THE LANDSCAPE ARCHITECT PRIOR TO ANY BACKFILLING.

4. THE TYPICAL PLANTING SOIL MiX FOR ON-GRADE PLANTINGS (TREES, SHRUBS ¢ GROUND COVERS) SHALL
CONSIST OF THE FOLLOWING UNLESS OTHERWISE INDICATED ON THE DRAWINGS:

60% TOPSOIL (AS SPECIFIED)

« 40% PREPARED ADDITIVES (BY VOLUME AS FOLLOWS):

2 PARTS HUMUS AND/OR PEAT | PART STERILIZED COMPOSTED CON MANURE
| PART SHREDDED PINE BARK( BARK PIECES BETWEEN 1/2 INCH AND 2 INCHES IN LENGTH)
COMMERCIAL FERTILIZER AS RECOMMENDED IN SOiL. REFORT.

» LIME AS RECOMMENDED IN SOIL. REPORT.

FILE NAME:LASLOSG4

SECTION 0223
TREE PROTECTION

A. GENERAL:

l. TREE PROTECTION SHALL BE IN CONFORMANCE WITH THE REQUIREMENTS OF
THE AUTHORITY HAVING JURISDICTION.

2. TREE PROTECTION FENCING, BARRICADES, OR OTHER SUITABLE GUARDS
SHALL MEET OR EXCEED THE REQUIREMENTS OF THE AUTHORITIES HAVING
JURISDICTION AND AT A MINIMUM BE LOCATED PER THOSE SAME
REGUIREMENTS OR AS INDICATED ON THE DRANINGS.

3. TREES INDICATED TO REMAIN ARE ESSENTIAL TO THE PROJECT.

4. TREE PROTECTION MEASURES SHALL BE INSTALLED PRIOR TO
COMMENCEMENT OF ANY DEMOLITION, CLEARING, GRADING AND
CONSTRUCTION WORK. CALL FOR INSPECTION OF TREE PROTECTION
ag;ﬁiGADES BY AUTHORITIES HAVING JURISDICTION IF REQUIRED FPRIOR TO

5. TREE PROTECTION SHALL REMAIN IN PLACE UNTIL ALL CONSTRUCTION WORK
HAS BEEN COMPLETED AND ALL DANGER OF DAMAGE HAS PASSED OR THE
FINAL INSPECTION BY THE LOCAL AUTHORITIES HAVING JURISDICTION OR AS
OTHERWISE DIRECTED BY THE OWNER.

. TREE PROTECTION:

I. DO NOT EXCAVATE WITHIN TREE PROTECTION ZONE. NO SOIL DISTURBANCE
OR COMPACTION, BURIAL PITS, TRENCHING OR OTHER LAND DISTURBING
ACTIVITY SHALL BE ALLOWED WITHIN TREE PROTECTION ZONE.

2 DO NOT GRUB WITHIN TREE PROTECTION ZONE. BRUSH, VINES AND SMALL
TREES INDICATED TO BE REMOVED SHALL BE HAND CLEARED ONLY. CUT
FLUSH WITH EXISTING GRADE. LEAVE SOIL AND LEAF LITTER UNDISTURBED.

3. PROTECT TREE ROOT SYSTEMS FROM DAMAGE DUE TO NOXIOUS MATERIALS
CAUSED BY RUN-OFF OR SPILLAGE DURING MIXING, PLACEMENT, OR STORAGE
OF CONSTRUCTION MATERIALS. PROTECT ROOT SYSTEMS FROM FLOODING,
gi;gg}:lei, SR EXCESSIVE WETTING RESULTING FROM DEWATERING

TIONS.

4. FINAL LOCATION OF ALL UNDERGROUND UTILITIES THAT WILL ENCROACH
UPON TREE PROTECTION ZONES MUST BE FIELD STAKED AND APPROVED
PRIOR TO BEGINNING WORK.

5. DO NOT STORE CONSTRUCTION MATERIALS, DEBRIS, OR EXCAVATED
MATERIAL WITHIN TREE PROTECTION ZONE. DO NOT PERMIT VEHICLES OR
FOOT TRAFFIC WITHIN TREE PROTECTION, AND PREVENT SOIL COMPACTION
OVER ROOT SYSTEMS.

6. EXPOSED ROOTS SHALL BE CLEANLY CUT WITH SHARP PRUNING
INSTRUMENTS. DO NOT ALLOW EXPOSED ROOTS TO DRY OUT BEFORE
PERMANENT BACKFILL 15 PLACED; FROVIDE TEMPORARY EARTH COVER OR
PACK WITH PEAT MOSS AND WRAP WITH BURLAP. WSTER AND MAINTAIN IN
MOIST CONDITION AND TEMPORARILY SUPPORT AND PROTECT FROM DAMAGE
UNTIL PERMANENTLY RELOCATED AND COVERED WITH EARTH.

1. GRADING AND CONSTRUCTION IN PROXIMITY OF (OR WITHIN) TREE
PROTECTION ZONES SHALL BE DONE WITH EXTREME CARE SO AS NOT TO
DAMAGE THE ROOT SYSTEM OF THE TREES AND TO COMPACT THE SOIL IN THE
ZONE.

8. EINISH GRADING IN THE TREE PROTECTION ZONES, IF INDICATED ON DRANINGS,
SHALL BE DONE UNDER DIRECT SUPERVISION OF THE ONWNER OR LANDSCAPE
ARCHITECT IN THE FIELD. NOTIFY THE OWNER OR LANDSCAPE ARCHITECT 12
HOURS FRIOR TO THIS SITE VISIT.

4. WATER TREES AND OTHER VEGETATION TO REMAIN WITHIN LIMITS OF
CONTRACT WORK AS REGUIRED TO MAINTAIN THEIR HEALTH DURING COURSE
OF CONSTRUCTION OPERATIONS.

|©. REFER TO DETAIL FOR TREE PROTECTION BARRICADE.

C. TREE PRUNING:

|. ENGAGE AN EXPERIENCED TREE SERVICE WITH A QUALIFIED CERTIFIED
ARBORIST TO PERFORM TREE PRUNING WORK.

2. PRUNE REMAINING TREES AFFECTED BY TEMPORARY AND NEW
CONSTRUCTION.

3. REMOVE BRANCHES FROM TREES THAT ARE TO REMAIN, IF REQUIRED TO

CLEAR NEW CONSTRUCTION.

a. WHERE DIRECTED BY LANDSCAPE ARCHITECT AND VERIFIED BY
ARBORIST, EXTEND PRUNING OPERATION TO RESTORE NATURAL
SHAPE OF ENTIRE TREE.

b. ALL PRUNING AND CUTTING OF BRANCHES AND ROOTS SHALL BE
PERFORMED BY AN ARBORIST USING STATE OF THE ART EQUIPMENT.

4. PRUNE REMAINING TREES TO COMPENSATE FOR ROOT LOSS CAUSED BY
DAMAGING OR CUTTING ROOT SYSTEM. PROVIDE SUBSEQUENT MAINTENANCE
DURING CONTRACT PERIOD AS RECOMMENDED BY ARBORIST.

5. gﬂT ERANCHES WITH SHARP PRUNING INSTRUMENTS; DO NOT BREAK OR
OF.

6. CHIP BRANCHES REMOVED FROM TREES. SPREAD MATERIAL WHERE
INDICATED OR AS DIRECTED BY LANDSCAPE ARCHITECT.

ANNUAL COLOR AND PERENNIAL PLANTING NOTES:

. EXCAVATE BED TO A DEPTH OF 4 INCHES, REMOVE EXISTING SOIL FROM SITE. BREAK
THROUGH "HARDPAN' AND REMOVE ALL STONE, ROOTS, DEBRIS, ETC.. ROTOTILL EXCAVATED
BED AN ADDITIONAL 6-& INCHES IN DEFTH.

2. SLOFE THE BASE OF THE BED TO THE TRENCH EDSE.

3 PREPARE PLANTING SOIL MIX CONSISTING OF TOPSOIL AND THE FOLLONWING SOIL
AMENDMENTS BY VOLUME. REFER TO SPECIFICATION SECTION 02900 FOR TOFSOIL
REGQUIREMENTS.

« 40% TOPSOIWL. {(AS SPECIFIED)

» 25% HUMUS

. 5% CYPRESS MULCH (FINGERNAIL SIZED CHIPS - 1/4 INCH MAX)

« 5% STERILIZED COMPOSTED CON MANURE

¢ 5% SAND (ANGULAR BUILDERS SAND) LIME AT A RATE OF 5 LBS. PER 50 SQ. FEET

(AD ST FOR ALKALINE SOILS)

4. ADD & INCHES OF PLANTING SOIL. TO EXCAVATE BED 8 ROTOTILL INTO EXISTING SOIL.

5. PLACE ADDITIONAL PLANTING SQIL. MIX TO RAISE ENTIRE BED & INCHES ABOVE FINISHED
SRADE FOR SEASONAL COLOR AND 4 INCHES FOR PERENNIALS. IF SEASONAL BED FRONTS A
SHRUB OR GROUND COVER BED, MATCH THAT BED'S HEIGHT ¢ CONTINVE POSITIVE SLOFE
TOWARD TRENCH EDGE.

é. ROTOTILL ENTIRE BED TO A DEPTH OF |12 INCHESS,

4. EVENLY SPREAD FERTILIZER APPROPRIATE TO A VARIETY OF SEASONAL COLOR AT A
MAXIMUM RATE OF 2.5 LBS. PER 100 SQ. FEET AND RAKE INTO TOP 3 INCHES OF SOIL.

8. PLANT SEASONAL COLOR AS SPECIFIED AND AT INDICATED SPACING SHONWN ON PLANS.
4. EDGE SEASONAL COLCR BED AND MULCH AS SPECIFIED.
0. WATER THORCOUGHLY'.

FLIE RAMELAFLO4S

CLEAN AND MULCH NOTES:

THE CONTRACTOR SHALL CLEAR AND GRUB ALL WEEDS, DEAD TREES, TREES ONE (1) INCH
CALIPER OR LESS AND OTHER SELECT TREES UP TO FOUR (4) INCH CALIPER AS DETERMINED iN
THE FIELD IN THE TREE SAVE AREAS INDICATED ON THE DRAWINGS. A 3 INCH MINIMUM LAYER
OF CYPRESS MULCH SHALL BE SPREAD OVER THE ENTIRE CLEARED AREA. THE CONTRACTOR
WILL NOTIFY THE LANDSCAPE ARCHITECT PRIOR TO START OF CLEAN AND MULCH HORK. THE
LANDSCAPE ARCHITECT WILL VERIFY SCOFE OF WORK IN FIELD WITH THE CONTRACTOR PRIOR
TO START OF WORK. THE CONTRACTOR 1S RESPONSIBLE FOR THE REMOVAL AND LEGAL
DISPOSAL OF ALL DEBRIS FROM CLEAN-UP OPERATIONS FROM THE SITE.

FILE NAME LAFLOGS
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		03 Staff Memo - columbarium

		Action Special Land Use Permit

		Petitioner    The Most Reverend Wilton D. Gregory, SLD

		Archbishop of the Roman Catholic Archdiocese of Atlanta, and/or his successors, ℅ George Barrie

		Petitioner’s Request Construct a columbarium on the grounds of All Saints Catholic Church, 2443 Mount Vernon Road
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